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SECTION 3.0  RESULTS 

Section 3.0 of this report lists an explanation of what was found during drilling, soil 

sampling, groundwater sampling, and modeling.  Many of the data are presented in tabular form 

or as figures for more ease of review.   

3.1 Ordnance Clearance 

During the downhole drilling operations, one borehole (MW-5) was relocated due to 

encountering metal during drilling.  The boreholes at the OB/OD area (ERDC-B1 and B2) were 

moved prior to drilling to avoid metal.  In general, the field operations were not adversely 

impacted by the potential to encounter ordnance. 

3.2 Summary of Makua Military Reservation Shallow Soil Tests 

Results of the soil sampling reported by the analytical laboratory will be compared 

primarily to the industrial Preliminary Remediation Goals (PRGs) published by Region IX 

Environmental Protection Agency (EPA).  PRGs are risk-based concentrations, derived from 

standardized equations, combining exposure information assumptions with U.S. EPA toxicity 

data.  PRG values are considered by U.S. EPA to be protective for humans (including sensitive 

groups), over a lifetime.  Region IX PRGs do not address non-human health receptors such as 

ecological impacts.  In general, under the Superfund program, no further action at a site is 

required for concentration levels below Region IX PRGs.  These PRGs are often applied to sites 

for consideration in programs other than Superfund, including Environmental Impact Statements 

(EIS).  Region IX Industrial PRGs are used for comparison of soil laboratory data.  Residential 

PRGs are listed for informational purposes. 

 Figures 2.1 through 2.13 show the locations of the sampling sites and the concentration of 

contaminants detected above industrial PRGs in soils detected at each location.  Tables 3.1 

through 3.2 list the values above Region IX PRGs in tabular form.  Compounds listed in these 

tables represent only those detected above Region IX Industrial PRGs.  Compounds that were 
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detected in soils at levels below industrial PRGs, and evaluated to be not naturally occurring (and 

possibly a result of Army operations), are listed in Appendix B. 

 Figure 2.1 shows and Table 3.1 lists the results for Objective Deer.  No analytes above 

industrial PRGs were reported by the analytical laboratory in the shallow soils at Objective Deer.  

Appendix B contains a list of additional compounds detected that were below Region IX 

Industrial PRGs.  Additional compounds detected at Objective Deer in sample Deer 1-1  below 

Region IX Industrial PRGs include low levels of dioxins (HpCDD, OCDD, 1,2,3,4,6,7,8-

HpCDD), benzene, cyanide, and the pesticides Endosulfan I and II. 

 Figure 2.2 shows and Table 3.1 lists the results for Objective Coyote.  Iron concentrations 

above industrial PRGs were reported by the analytical laboratory in the shallow soils at Objective 

Coyote.  No other compounds above Region IX Industrial PRGs were detected.  Appendix B 

contains a list of additional compounds detected that were below Region IX Industrial PRGs, but 

warrant discussion in this report.  Additional compounds detected at Objective Coyote in sample 

Coyote 1-2  below Region IX Industrial PRGs include low levels of dioxin (OCDD), toluene, 

cyanide, and the pesticides Endosulfan I and II.  

 Figure 2.3 shows and Table 3.1 lists the results for Objective Fox.  The analytical 

laboratory reported no compounds above Region IX Industrial PRGs.  Appendix B contains a list 

of additional compounds detected that were below Region IX Industrial PRGs.  Additional 

compounds detected at Objective Fox in sample Fox 1-3  below Region IX Industrial PRGs 

include low levels of dioxin (OCDD), toluene, cyanide, the herbicide dalapon, and the pesticide 

Endosulfan II.  

 Figure 2.4 shows and Table 3.1 lists the results for Objective Wolf.  Iron concentrations 

above industrial PRGs were reported in one shallow soil sample at Objective Wolf.  The 

analytical laboratory reported no other compounds above Region IX Industrial PRGs.  Additional 

compounds detected at Objective Wolf in sample Wolf 1-5  below Region IX Industrial PRGs 

include low levels of  gasoline components (benzene, MTBE) and nitroglycerin (Appendix B). 
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 Figure 2.5 shows and Table 3.1 lists the results for Objective Elk.  Iron and lead 

concentrations above industrial PRGs were reported by the analytical laboratory in the shallow 

soils at Objective Elk.  Lead was reported by the laboratory in sample 1-8 in Objective Elk above 

Region IX Industrial PRGs.  The analytical laboratory reported no other compounds above 

Region IX Industrial PRGs.  Additional compounds detected at Objective Elk in sample Elk 1-7 

below Region IX Industrial PRGs include low levels of benzene, dioxin (OCDD), and cyanide 

(Appendix B). 

 Figure 2.6 shows and Table 3.1 lists the results for Objective Deeds.  The analytical 

laboratory reported no compounds above Region IX Industrial PRGs from Objective Deed 

samples.  Additional compounds detected at Objective Deeds in sample Deeds 1-1 below Region 

IX Industrial PRGs include low levels of dioxin (OCDD, OCDF), benzene, toluene, cyanide, and 

nitroglycerin (Appendix B). 

 Figure 2.7 shows and Table 3.1 lists the results for Objective Badger.  Iron concentrations 

above industrial PRGs were reported by the analytical laboratory in the shallow soils at Objective 

Badger (Figure 2.7).  The analytical laboratory reported no other compounds above Region IX 

Industrial PRGs.  Appendix B contains a list of additional compounds detected that were below 

Region IX Industrial PRGs.  Additional compounds detected at Objective Badger in samples 

Badger 1-10 and 1-5 below Region IX Industrial PRGs includes low levels of dioxin (OCDD), 

cyanide, benzene, and some nitroglycerin. 

 Figure 2.8 shows and Table 3.1 lists the results for Objective Buffalo.  Iron 

concentrations above industrial PRGs were reported by the analytical laboratory in the shallow 

soils at Objective Buffalo (Figure 2.8).  The analytical laboratory reported no other compounds  
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Table 3.1  Summary of Analytical Values above Region IX Industrial PRGs 

(Objective Deer, Coyote, Fox, Wolf, Elk, Deeds, Badger, Buffalo, Counter Attack Positions, 

Proposed Burn Pit) 

IRON LEAD Dibenzanthracene 

mg/kg mg/kg mg/kg 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Objective Location 23463.00 100000.00 400.00 750.00 62.00 210.00 

Objective Deer    

DEER 1-01    

DEER 1-08    

DEER 1-09    

DEER 1-10    

DEER 1-12    

Objective Coyote    

COYOTE 1-06 100,000.00   

COYOTE 1-07    

COYOTE 1-08    

Objective Fox    

FOX 1-01    

FOX 1-02    

FOX 1-03    

Objective Wolf    

WOLF 1-02 107,000.00   

WOLF 1-05    
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IRON LEAD Dibenzanthracene 

mg/kg mg/kg mg/kg 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Objective Location 23463.00 100000.00 400.00 750.00 62.00 210.00 

WOLF 1-06    

Objective Elk    

ELK 1-02    

ELK 1-06    

ELK 1-07 103,000.00   

ELK 1-07 100,000.00   

ELK 1-08  119,000.00  

ELK 1-10    

Objective Deeds    

DEEDS 1-01    

Objective Badger    

BADGER 1-01 110,000.00   

BADGER 1-02 102,000.00   

BADGER 1-08 114,000.00   

BADGER 1-10 101,000.00   

Objective Buffalo    

BUFFALO 1-01 106,000.00   

BUFFALO 1-02 108,000.00   

BUFFALO 1-03 111,000.00   

BUFFALO 1-06 106,000.00   
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IRON LEAD Dibenzanthracene 

mg/kg mg/kg mg/kg 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Objective Location 23463.00 100000.00 400.00 750.00 62.00 210.00 

Counter Attack 

Position    

CAA 1-02 105,000.00   

CAA 1-07   240 

CAA 1-05 100,000.00   

CAA 1-06 131,000.00   

CAA 1-09 145,000.00   

CAA 1-10 104,000.00   

Proposed Burn Pit    

PBP 1-01    
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Table 3.2  Summary of Analytical Values above Region IX Industrial PRGs 

(Weather Station Burn Pan, OB/OD Area, Demo Pit, Area-G, 

Miscellaneous Training Areas, Deer Berms, Makua Stream Firing Area) 

IRON 2,3,7,8-TCDD Dibenzanthracene 

mg/kg ug/kg mg/kg 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG Objective 

Location 23463.00 100000.00 0.0039 0.0160 62.00 210.00 

Weather Station 

Burn Pan    

WSBP 1-01 99,100.00   

OB/OD Area    

OB/OD 1-05   440 

OB/OD 1-01 88,300.00 0.03  

Demolition Pit 

Area    

DEMO-PIT 1-01 106,000.00   

DEMO-PIT 1-01 103,000.00   

Area G    

AREA-G 1-01 106,000.00   

AREA-G 1-02    

AREA-G 1-02 100,000.00   

AREA-G 1-03    
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IRON 2,3,7,8-TCDD Dibenzanthracene 

mg/kg ug/kg mg/kg 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG Objective 

Location 23463.00 100000.00 0.0039 0.0160 62.00 210.00 

Miscellaneous 

Training Areas    

MTA 1-01 105,000.00   

MTA 1-02 105,000.00   

MTA 1-03    

MTA 1-03    

MTA 1-04 101,000.00   

MTA 1-05 101,000.00   

Deer Berms    

DB 1-01    

DB 1-01    

DB 1-02    

DB 1-03    

DB 1-04    

DB 1-05 107,000.00   

Outlying Areas    

BG 1-04    

NFBR 1-07    
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IRON 2,3,7,8-TCDD Dibenzanthracene 

mg/kg ug/kg mg/kg 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG 

Residential 

PRG 

Industrial 

PRG Objective 

Location 23463.00 100000.00 0.0039 0.0160 62.00 210.00 

NFBR 1-08    

NFBR 1-09 106,000.00   

NFBR 1-10    

Makua Stream 

Firing Area    

MSFA 1-01  2.44  

MSFA 1-02  2.33  
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above Region IX Industrial PRGs.  Appendix B contains a list of additional compounds detected 

that were below Region IX Industrial PRGs.  Additional compounds detected at Objective 

Buffalo in sample Buffalo 1-6 below Region IX Industrial PRGs include low levels of dioxin 

(OCDD), benzene, toluene, the pesticides Endosulfan I and II, diethylphthalate, and cyanide. 

 Figure 2.9 shows and Table 3.1 lists the results for the Counter Attack Area/Positions.  

Iron and dibenzanthracene concentrations above industrial PRGs were reported by the analytical 

laboratory in the shallow soils (Figure 2.9) of these areas.  The dibenzanthracene was also in the 

laboratory blanks, and may not be actually in the field samples.  The analytical laboratory 

reported no other compounds above Region IX Industrial PRGs.  Appendix B contains a list of 

additional compounds detected that were below Region IX Industrial PRGs.  Additional 

compounds detected at the Counter Attack Area in samples CAA 1-1 and 1-7  below Region IX 

Industrial PRGs include low levels of dioxin (OCDD), toluene, the pesticides  Endosulfan I, the 

herbicide MCPP, and cyanide.  Sample CAA 1-7, which was sent to the quality control laboratory 

(Sequoia Labs) for confirmatory sampling, reported compounds of 2,4-D (a herbicide) and the 

semivolatile compounds benzoanthracene, cyanide, and dibenzanthracene (Appendix B).  The 

benzoanthracene and dibenzanthracene were in the laboratory method blank samples, and may 

not be actual detections for the field samples. 

 Figure 2-10 shows and Table 3.2 lists the analytical laboratory results for the 105 firing 

area, Makua Stream Firing Area, and Weather Station Burn Pan.  Two samples in the Makua 

Stream Firing Area (MSFA 1-1 and MSFA 1-2) contained total TCDD dioxins that may be above 

industrial PRGs of 2.44 and 2.33 ug/kg.  Total TCDD dioxin analyses are usually composed of 

primarily the compound 2,3,7,8-TCDD.  Concentrations of total TCDD were 2.44 and 2.33 ug/kg, 

respectively, while the Region IX Industrial PRG for 2,3,7,8-TCDD is 0.016 ug/kg.  The 

analytical laboratory reported no other compounds above Region IX Industrial PRGs.  Appendix 

B contains a list of additional compounds detected that were below Region IX Industrial PRGs.  

Additional compounds detected in samples from the 105 firing area include mostly low levels of 
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dioxin (see Appendix B).  Samples from the Makua Stream Firing Area contained trace levels of 

fuel components (benzene, toluene), and some dioxin compounds (see Appendix B for a complete 

list).   

 Figure 2.11 shows and Table 3.2 lists the analytical laboratory results for the Demolition 

Pit and Area G.  As with many other sites, concentrations above industrial PRGs for the metal 

iron were reported in the shallow soils (Figure 2.11)  No other compounds above Region IX 

Industrial PRGs were reported by the analytical laboratory.  Additional compounds detected in 

samples from the Area G location included low levels of benzene, toluene, and cyanide 

(Appendix B).  The demolition pit soil samples contained low levels of dioxin and the explosives 

HMX and RDX (below industrial PRGs).  This is one of the only sites with soil samples 

containing explosives reported by the analytical laboratory. 

 Figure 2.12 shows and Table 3.2 lists the analytical laboratory results for the Deer Berms.  

The analytical laboratory reported concentrations above industrial PRGs for iron and the 

semivolatile compound dibenzanthracene in the shallow soils (Figure 2.12).  No other compounds 

above Region IX Industrial PRGs were reported by the analytical laboratory.  Appendix B 

contains a list of additional compounds detected that were below Region IX Industrial PRGs.  

Additional compounds detected in samples from the Proposed Burn Pit included low levels of 

dioxins (HxCDD), benzene, and MTBE.  The Deer Berm samples contained low levels of dioxin, 

furans (HxCDF), and the explosives TNT, DNT, and tetryl.  This is one of the only sites with soil 

samples containing explosives reported by the analytical laboratory.  The sample Deer Berm 1-1F 

sent to the quality control analytical laboratory for confirmatory sampling reported the 

semivolatile compounds of benzopyrene, benzofluorathene, and dibenzanthracene.  All of these 

compounds were in the laboratory method blank samples, and are likely not detections from the 

field samples however, they are reported here for completeness. 

 Figure 2.10 shows and Table 3.2 lists the results for the weather station burn pan area.  

These soil samples contained iron concentrations above industrial PRGs, like most samples in 
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Makua Valley.  As listed in Appendix B, trace levels of dioxin, Endosulfan I and II and cyanide 

and some nitroglycerine were also reported by the analytical laboratory.  The analytical 

laboratory also reported trace levels of dioxin, benzene, and MTBE below Region IX Industrial 

PRGs from samples collected at the proposed burn pit area.  (The proposed burn pit was 

proposed, but never used by the Army.)   

 Figure 2.14 shows and Table 3.2 lists the analytical laboratory results for the Open 

Burning/Open Detonation Area that are above Region IX Industrial PRGs.  As with many other 

sites, iron concentrations above industrial PRGs were reported by the analytical laboratory in the 

shallow soils (Figure 2.14).  At the OB/OD area, the chemical dioxin (2,3,7,8-TCDD) with a 

concentration of 0.03 ug/l and dibenzanthracene were detected in concentrations above Region IX 

Industrial PRGs.  The dibenzanthracene is also present in the laboratory blanks, and could be 

laboratory contamination (not necessarily this compound detected in the field).  Appendix B 

contains a list of additional compounds detected that were below Region IX Industrial PRGs.  All 

five of the samples in the OB/OD area were analyzed for the complete suite of compounds listed 

in Table 2.2.  Additional compounds detected in samples from the OB/OD soils include low 

levels of perchlorate, benzene, toluene, pesticides, herbicides, PCBs, and explosives (Appendix 

B).  Additional compounds detected in the samples from the OB/OD area reported by the quality 

control laboratory included 2,4-DNT, anthracene, benzoanthracene, dibenzanthracene, and PCB-

1260. The benzoanthracene and dibenzanthracene are likely laboratory contaminants, and were 

not in the field samples. 

 An additional ten background soil samples (for metals) and 22 outlying soil samples (for 

metals and explosives) were collected.  These are shown in Figure 2.14.  Table 3.2 lists the 

compounds from these soil samples above Region IX Industrial PRGs.  Iron concentrations above 

Industrial PRGs were reported by the analytical laboratory in sample NFBR-1-09.  No explosive 

compounds were detected in any of these outlying samples.  (All the outlying soil samples were 

analyzed for metals and explosives.) 
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 To evaluate the potential for leaching of metals from soils in the Makua Valley, the 

TCLP (Toxic Characteristic Leaching Procedure) tests were conducted on 35 soil samples from 

throughout the Makua Valley.  Results of these soil samples are listed in Appendix C.  The TCLP 

tests are generally designed to show the potential for soils to leach metals in a typical landfill 

setting; however, they can also be used to evaluate the potential for soils to leach compounds 

potentially into the groundwater. 

 The results of the TCLP metals tests taken from shallow soil samples on the Makua 

Military Reservation showed that the leaching of potentially hazardous metals from Makua soils 

is generally low.  The concentrations of mercury, barium, and strontium are all less than 10 ppm.  

TCLP samples for the metal mercury may be above action levels from the 105 firing area, Area 

G, Makua Stream Firing Area, OB/OD area, Wolf, and the weather station burn pan contained 

mercury (concentration varying from 1.5 to 5.3 mg/l), with most of these values being semi-

quantified results (Appendix D).  Semi-quantified results are reported by the laboratory, but the 

concentration levels are not considered accurate.  If accurate, these concentrations are above the 

toxic characteristic regulatory level of 0.2 mg/l.  Mercury has not impacted the water chemistry 

because mercury levels in groundwater and surface water samples are not elevated.  Mercury is 

contained naturally within the soil and rocks in the Makua Valley.  

 Calcium, magnesium, sodium, and potassium show some small potential for leaching 

from the soil, with sodium showing the greatest potential for leaching with TCLP values over 

1000 mg/l.  Since these compounds were not found in groundwater above Region IX PRGs or 

MCLs, these compounds have apparently not leached to the groundwater. 

 In summary, the laboratory results reported for soil samples from most of the sites at the 

Makua Military Reservation contained concentrations of iron above Region IX PRGs.  This metal 

is a naturally occurring by-product of weathered basalts as can be seen from Table 3.3 (from 

Presley et al., 1997).  Table 3.3 lists the concentration of these metals in the basaltic rocks of the 

Waianae Mountains.  Since the soils sampled under this project are derived from these rocks, the 
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laboratory results naturally show elevated levels of these metals.  While being above Region IX 

industrial PRG levels, the observed concentrations of metals are not considered hazardous and are 

naturally occurring, and are not a result of Army operations. 

 Other compounds with concentrations above Region IX Industrial PRGs include lead 

(Elk sample 1-08).  The lead sample was taken from a berm, and had likely received projectile 

fire.  Only one site contained antimony, out of 123 metals analyze conducted at Makua.  Dieldrin 

(a pesticide) and 2,3,7,8-TCDD (dioxin) were reported by the laboratory above Region IX 

Industrial PRGs.  The compound dieldrin is a pineapple pesticide, and likely was brought in with 

tradewinds over the Waianae Mountains from the pineapple fields between Wahiawa and 

Waialua/Haleiwa on the North Shore portions of O`ahu.  The compound 2,3,7,8-TCDD was 

contained in one sample at a low level of 0.03 ug/kg.  Dibenzanthracene was detected in the three 

samples from the quality control analytical laboratory but may be laboratory contamination, as 

this compound was also in the laboratory control blanks.  

 The laboratory results of a majority of the soil samples collected at Makua do not contain 

concentrations of the compounds from military operations above Region IX Industrial PRGs.  

There are low levels of some additional compounds below Region IX PRG levels, including 

dioxins, pesticides, herbicides, explosives, volatile organic compounds, and semivolatile organic 

compounds.  Many of these compounds are likely the result of grass/brush burning operations.  

Low levels of dioxins (HpCDD, OCDD, OCDF, HpCDD, HxCDD) and furans (HxCDF) are 

common in areas, such as Makua Military Reservation, that have been burned.  As a result of 

burning, it is also common to find low levels of hydrogen cyanide, volatile organic compounds, 

and semivolatile organic compounds (PAHs).  The low levels of cyanide, diethylphthalate, and 

di-n-butylphthalate could be the result of burning operations (Engelbeen, 2002). 

Low levels of benzene, toluene, xylene, and MTBE were detected in a number of 

samples.  A great majority of these detections by the laboratory were semi-quantified results, 

labeled with a J flag (Appendix B).  These semi-quantified results generally result from 
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concentrations that are very near the ability of the instrument detection.  All the gasoline 

component levels detected are below Region IX Industrial PRGs.  These gasoline by-products 

could be the result of fueling or mowing/weed cutting operations at Makua Military Reservation. 

Low levels of pesticides were reported in some samples  (dieldrin, Endosulfan I and II).  

These pesticides may have been transported by trade winds across the Waianae Mountains, or 

may have been introduced by wood treated for termite control in the training area.   For example, 

wooden pallets, often treated with pesticides for termite control, may have been brought into the 

training areas.  Several samples contained low levels of herbicides  (dalapon, 2,4-D, MCPP), 

which could have been introduced by weed controlling operations.  There have been herbicides 

sprayed at Makua to control weeds along the road. 

A few samples contained explosive compounds (nitroglycerin, HMX, RDX, TNT and 

DNT).  Some low levels of these compounds would be expected at a military training site.  Out of 

nearly 123 shallow samples analyzed for explosives, only six samples had concentrations of 

explosives above detection limits of the analytical laboratory. 
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Table 3.3  Mean Major and Trace Element Values for the Two Major Volcanic Units Found 

in the Vicinity of Makua Valley, After Presley, 1997 

Palehua Member  Kolekole Volcanics  

Element Mean Concentration (ppm) Mean Concentration (ppm) 

Aluminum (as Al2O3) 156,000 137,000 

Iron (as FeO) 100,100 98,000 

Manganese (as MnO) 2,000 2,000 

Chromium 7.1 391.0 

Nickel 7.6 382.1 

Copper 13.6 94.2 

Zinc 143.4 159.9 

Barium 510.9 444.6 

Lead 3.2 1.4 

 

3.3 Borehole Lysimeters 

 Tables 3.4 and 3.5 list the analytical laboratory results for the borehole soil samples 

collected from the three lysimeter boreholes drilled at Makua Military Reservation.  Eight soil 

samples were collected from each of the two lysimeter borings in the OB/OD area (ERDC-B1 

and ERDC-B2) at 5-foot intervals.  Two soil samples were collected from the boring in the junk 

car pit (ERDC-B3). 

Table 3.4 lists the analytical laboratory borehole soil sample results above Region IX 

PRG levels.  One of the samples contains concentrations of chromium and iron above industrial 

PRG values.  Iron is a naturally occurring by-product of weathered basalt as can be seen from 

Table 3.3 derived from Presley et al. 1997 (also see discussion in Section 3.2). 

Table 3.5 lists analytical laboratory borehole soil sample results for compounds detected 

by the laboratory at concentrations below Region IX PRGs.  These are chemicals that were 

detected and reported by the laboratory, but that are not considered to be present in concentrations 

that represent a risk to human health.  Values for metals, nitrates, and other compounds 
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considered to be naturally occurring are excluded from Table 3.5 for simplicity.  Samples were 

analyzed for explosives from all the borehole samples, with the only explosive detected being 

perchlorate in borehole B-1 at a depth of 10 feet and in borehole B-2 at a depth of 15 feet (Table 

3.5).  Borehole B-1 samples from a depth of 10 feet contained dioxin, acetone, and 

acenaphthylene at low levels.  Borehole B-2 samples at 5-foot depth contained dioxin, acetone, 

acenaphthylene, trichlorofluoromethane, and the pesticides alpha-BHC and gamma-chlordane.  

Borehole B-2 samples at 15-foot depth contained acenaphthylene and dioxin (OCDD).  Most of 

these compounds are at low levels, and many of them may be from off-site sources.  For example, 

the pesticides (alpha-BHC, gamma-chlordane) may have been transported from off-site 

agricultural fields, or introduced by wood treated for termites. 
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Table 3.4  Analytical Laboratory Borehole Soil Sample Results Above Region IX PRGs 

Analyte Compound Type 

Level  

(mg/kg) 

> PRG 

Industrial 

PRG_IND 

(mg/kg) 

CHROMIUM Metal 490 YES 450 

IRON Metal 106000 YES 100000 
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Table 3.5  Analytical Laboratory Borehole Soil Samples Results—Detected Compounds Below PRGs 

Label Borehole # 

Depth Below 

Grade (feet) Analyte Compound Type Level (ug/kg)

Semi- 

Quantified

PRG_RES

(ug/kg) 

PRG_IND

(ug/kg) 

BHSS1-2 B-1 10 OCDD Dioxin/Furan 0.06    

BHSS1-2 B-1 10 ACETONE VOC 30 J 1600000 6200000 

BHSS1-2 B-1 10 ACENAPHTHYLENE SemiVOA 71 J   

BHSS1-2 B-1 10 PERCHLORATE Explosive 1670    

BHSS2-1 B-2 5 OCDD Dioxin/Furan 0.031    

BHSS2-1 B-2 5 ALPHA-BHC Pesticide 0.91 J 90 359 

BHSS2-1 B-2 5 GAMMA-CHLORDANE Pesticide 0.55 J   

BHSS2-1 B-2 5 ACETONE VOC 71  1600000 6200000 

BHSS2-1 B-2 5 TRICHLOROFLUOROMETHANE VOC 17  385818 2000000 

BHSS2-1 B-2 5 ACENAPHTHYLENE SemiVOA 55 J   

BHSS2-3 B-2 15 OCDD Dioxin/Furan 0.03    

BHSS2-3 B-2 15 ACENAPHTHYLENE SemiVOA 80 J   

BHSS2-3 B-2 15 PERCHLORATE Explosive 120 J   

BHSS3-1 B-3 5 OCDD Dioxin/Furan 0.085    

BHSS3-1 B-3 15 BIS(2-ETHYLHEXYL)PHTHALATE SemiVOA 220 J 34741 1231121 



 
 

103

 To evaluate the potential for leaching of metals from soils in the Makua Valley, the 

TCLP tests were conducted on four subsurface soil samples from the drilled boreholes.  Results 

of these soil samples are listed in Appendix C.  The TCLP tests are generally designed to show 

the potential for soils to leach metals in a typical landfill setting; however, they can also be used 

to evaluate the potential for soils to leach compounds potentially into the groundwater. 

 The results of the TCLP metals tests taken from shallow soil samples on the Makua 

Military Reservation showed that the leaching potential of hazardous metals from Makua soils is 

generally low.  The metals mercury, barium, and strontium are all less than 10 ppm.  All of the 

values for TCLP from the borehole data are below the regulatory level for toxicity (Appendix C). 

 The compounds calcium, magnesium, sodium, and potassium do show some small 

potential for leaching from the soil, with sodium showing the greatest potential for leaching with 

values over 1000 mg/l.  However, the potential for leaching of these compounds to the 

groundwater is very low, since these compounds were not found in groundwater above Region IX 

PRGs or MCLs. 

3.3.1 Lysimeter Porewater Results 

 Results from the soil pore water collected from the lysimeters and reported by the 

analytical laboratory detected some compounds above Region IX PRGs.  Lysimeter porewater 

samples were analyzed for explosives, metals, and volatile organic compounds.  For samples 

collected from the first rounds of lysimeter samples, many of the lysimeters were dry, and of 

those that provided a sample, only two lysimeters (SB1A, SB3A) provided enough sample for 

explosive analyses.  For the second sample round SB3A was dry, while most other lysimeters 

(SB1A, 1B, 2A, 2B) provided enough sample for explosives (EPA 8330 and 8332 Nitroglycerine) 

and volatile organic analyses.  

 Table 3.6 lists the lysimeter sample results above Region IX PRGs.  Samples from four 

of the lysimeters installed in the OB/OD area (SB1A, 1B, 2A, 2B) had concentrations of  RDX 

reported by the analytical laboratory varying from 33 ug/l to 21,000 ug/l.  The average detected 
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RDX concentration is 5712 ug/l, and an average concentration removing the high and low values 

(as anomalous) is 2511 ug/l.  The explosive HMX and volatile organic compounds chloroform 

and carbon tetrachloride were also reported by the laboratory (Table 3.6) at concentrations above 

Region IX PRGs.   

 Table 3.7 lists compounds reported by the analytical laboratory below Region IX PRGs, 

but above laboratory detection limits.  For lysimeters below the OB/OD area these compounds 

include low levels of the explosives 2-AM-4,6-DNT, 4-AM-2,6-DNT, and 2,4-DNT and the 

volatile organic compounds tetryl, toluene, carbon disulfide, xylene, ethlybenzene, and styrene.  

The sample collected from the lysimeter adjacent to the junk car pit (SB3A) analyzed by the 

laboratory contained carbon disulfide, tetryl, and toluene below Region IX PRGs and MCLs.   

Explosive compounds and volatile organic compounds have been detected in porewater 

samples from below the OB/OD area and the junk car pit, but the lack of these compounds in 

sampled groundwater supports the assessment that receptors are not being impacted by chemicals 

in groundwater flow.  Estimated fate and transport of these compounds is discussed further in the 

Fate and Transport Section of this report (Section 4.7). 

3.4 Streambed Soil Samples 

 Table 3.8 and Table 3.9 list the analytical laboratory results for the streambed soil 

samples.  Four sets of soil samples were collected from the streambeds at varying depths of 6, 12, 

and 18 inches below surface.  The location of the streambed soil samples is shown in Figure 3.1.  
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Figure 3.1  Streambed Soil Sample Locations 
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 Table 3.8 lists that no compounds were reported by the analytical laboratory above 

Region IX PRGs.  Table 3.9 lists reported analytical laboratory results for compounds that are 

above laboratory  detection limits, but that are not naturally occurring compounds.  These 

compounds listed in Table 3.9 have levels that are below industrial PRGs.  Many of these 

compounds reported by the laboratory are J flag semi-quantified results, meaning that the levels 

are so low that the laboratory cannot positively identify the concentrations (or level), thereby 

obtaining a semi-quantified result.   

 Table 3.9 lists that Kaluakauila Stream sediments contained low levels of acetone and the 

pesticide alpha-BHC.  Punapohaku Stream soil samples contained the volatile organic compounds 

acetone, 2-butanone, and iodomethane.  None of these compounds was detected in the laboratory 

method blanks, so these are believed to be in the samples.  Makua Stream soil samples also 

contained acetone, as well as bis-(2-ethylhexyl)phthalate and 2-butanone.  Koiahi Gulch stream 

(Table 3.9) contained these same compounds, as well as the pesticides aldrin, alpha-BHC, and 

gamma-BHC.  All of these compounds are found at levels that are far below industrial PRGs, and 

therefore are not considered hazardous. 
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Table 3.6 :  Analytical Laboratory Lysimeter Water Sample Results Above Region IX PRGs   

  
Date    4-Apr-03  4-Apr-03  4-Apr-03  4-Apr-03  7-Jul-03  7-Jul-03  7-Jul-03  7-Jul-03  

SB1A  SB1B  SB2A  SB2B  SB1A  SB1B  SB2A  SB2B  Lysimeter    

30 ft bgs 42 ft bgs 30 ft bgs 41.5 ft bgs 30 ft bgs 42 ft bgs  30 ft bgs  41.5 ft bgs  

Compound  PRG MCL Concentrations in ug/l  

Carbon 
Tetrachloride 

 
0.17    5.0 0.47 (J) ND * 2.10 2.20 1.50 <0.20 1.10 

Chloroform 0.16 NA ND         ND * ND ND 0.43 (J) ND ND 

HMX 1,825 NA ND ** * ** <PRG 2,700 <PRG <PRG 

RDX 0.61 NA 4,800 ** * ** 2,700 
21,000 and 
2,900 (E) 27 33 (E) 

 
Key:  

J = Qualifier indicative of semi-quantified results, E = Rerun of sample, ND = Not detected by laboratory method, * = lysimeter dry 

** = insufficient sample available for this analysis, bgs = below ground surface, PRG = EPA Region 9 Preliminary Remediation Goal 

 <PRG = Value below PRG (see table 3.7 for values below PRG), NA=Not available 
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Table 3.7  Analytical Laboratory Lysimeter Water Sample Results Below Region IX PRGs  

(All Values in ug/l) 

Sample Label Location/Round 
Sample 

Date 
2,4-DNT 

2-AM-4,6-

DNT 

4-AM-2,6-

DNT 

CARBON 

DISULFIDE
CHLOROFORM CHLOROMETHANE ETHYLBENZENE HMX 

M/P-

XYLENES 

O-

XYLENE 
STYRENE TETRYL TOLUENE

  PRG   73.00   1,000.00 6.20 1.50 1,300.00 1825  1,400.00 1,600.00 360.00 720.00 

  MCL         700.00    100.00  1,000.00 

  MMRSB1A   SB1A 4/2/2003  0.24J 1.3    0.47J 480J 2.4 0.8J  0.89J 0.66J 

  MMRSB1A-R2   SB1A 7/7/2003     0.2J         

  MMRSB1A-R2   SB1A-R2 7/1/2003        520E      

  MMR-SB1A-R2   SB1A-R2 7/8/2003    0.87J   0.32J  1.1J 0.71J    

  MMRSB1A-R2DL   SB1A-R2 7/1/2003        540      

  MMRSB1B   SB1B 4/3/2003    41E   0.99J  4.8 1.9 0.44J  1.2 

  MMRSB1B-R2   SB1B-R2 7/7/2003        1400E      

  MMRSB1BDL   SB1B 4/3/2003    35     4J 1.6J   1.1J 

  MMRSB1B-R2   SB1B-R2 7/1/2003        1400E      

  MMR-SB1B-R2   SB1B-R2 7/8/2003    2.7   0.21J  0.67J 0.37J   0.47J 

  MMRSB2A-R2   SB2A-R2 7/1/2003 4.1 0.57J 0.82J     6.7      

  MMRSB2B   SB2B 4/3/2003    8.5 0.59J  0.22J  0.71J 0.31J 0.24J  1.1 

  MMRSB2B-R2   SB2B-R2 7/7/2003     0.46J         

  MMRSB2B-R2   SB2B-R2 7/1/2003 2.1P       2.9      

  MMR-SB2B-R2   SB2B-R2 7/8/2003    41  0.86J 0.28J  1.4J 0.6J   0.26J 

  MMRSB2B-R2DL   SB2B-R2 7/1/2003 2J       3.8      

  MMRSB3A   SB3A 4/2/2003    0.72J        0.55J 0.41J 

  Key:  J= Semiquantified Result,  E = Rerun of sample,  PRG = Drinking Water Preliminary Remediation Goal, MCL = Drinking Water Maximum Contaminant Limit 

  Values listed are those above laboratory detection limits 
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Table 3.8  Analytical Laboratory Streambed Soil Sample Results Above Region IX PRGs 

Table 3.8   Analytical Laboratory Streambed Soil Sample Results Above Region IX Industrial PRGs 

Label Stream Analyte Compound Type Level (mg/kg) Semi-quantified > PRG Res > PRG Ind PRG Res PRG Ind

        (mg/kg) (mg/kg) 

No Compounds Above PRGs in Streambed Soil Samples 
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Table 3.9  Analytical Lab Streambed Soil Samples Results—Detected Compounds Below PRGs 

Table 3.9   Analytical Laboratory Streambed Soil Sample Results - Detected Compounds Below Region IX Industrial PRGs 

 

Label Stream Analyte  Level (ug/kg) Semi-quantified 

PRG Res

(ug/kg) 

PRG Ind

(ug/kg) 

KASBS-0.5 Kaluakauila Stream ACETONE VOC 71  1569639 6035957 

KASBS-1.0 Kaluakauila Stream ALPHA-BHC Pesticide 0.36 J 90 359 

KASBS-1.0 Kaluakauila Stream ACETONE VOC 60  1569639 6035957 

KSBS-0.5 Koiahi Gulch BENZO(B)FLUORANTHENE SemiVOA 21 J 621 2109 

KSBS-0.5 Koiahi Gulch BENZO(G,H,I)PERYLENE SemiVOA 14 J   

KSBS-0.5 Koiahi Gulch ACETONE VOC 130  1569639 6035957 

KSBS-0.5 Koiahi Gulch BENZENE Gasoline 2.5 J 601 1315 

KSBS-0.5 Koiahi Gulch BIS(2-ETHYLHEXYL)PHTHALATE SemiVOA 200 J 34741 123121 

KSBS-1.0 Koiahi Gulch ALDRIN Pesticide 2.9  27 101 

KSBS-1.0 Koiahi Gulch ALPHA-BHC Pesticide 1.8 J 90 359 

KSBS-1.0 Koiahi Gulch GAMMA-BHC (LINDANE) Pesticide 0.51 J 437 1741 

KSBS-1.0 Koiahi Gulch 2-BUTANONE VOC 11 J   

KSBS-1.0 Koiahi Gulch ACETONE VOC 95  1569639 6035957 
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Table 3.9   Analytical Laboratory Streambed Soil Sample Results - Detected Compounds Below Region IX Industrial PRGs 

 

Label Stream Analyte  Level (ug/kg) Semi-quantified 

PRG Res

(ug/kg) 

PRG Ind

(ug/kg) 

KSBS-1.5 Koiahi Gulch ALPHA-BHC Pesticide 2.2 J 90 359 

KSBS-1.5 Koiahi Gulch GAMMA-BHC (LINDANE) Pesticide 0.59 J 437 1741 

KSBS-1.5 Koiahi Gulch ACETONE VOC 78  1569639 6035957 

KSBS-1.5 Koiahi Gulch BIS(2-ETHYLHEXYL)PHTHALATE SemiVOA 340 J 34741 123121 

MSBS-0.5 Makua Stream 2-BUTANONE VOC 12 J   

MSBS-0.5 Makua Stream ACETONE VOC 150  1569639 6035957 

MSBS-1.0 Makua Stream ACETONE VOC 21  1569639 6035957 

MSBS-1.0 Makua Stream BIS(2-ETHYLHEXYL)PHTHALATE SemiVOA 230 J 34741 123121 

MSBS-1.5 Makua Stream ACETONE VOC 21  1569639 6035957 

MSBS-1.5 Makua Stream 1,3-DNB Explosive 190 J 6110 61561 

MSBS-1.5 Makua Stream 2-BUTANONE SemiVOA 3.1  7325 27102 

MSBS-1.5 Makua Stream ACETONE VOA 29 J 1569 6036 

MSBS-1.5 Makua Stream BIS(2-ETHYLHEXYL)PHTHALATE SemiVOA 81  35 123 

MSBS-1.5 Makua Stream METHYLENE CHLORIDE VOA 0.89 J 9 20.5 
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Table 3.9   Analytical Laboratory Streambed Soil Sample Results - Detected Compounds Below Region IX Industrial PRGs 

 

Label Stream Analyte  Level (ug/kg) Semi-quantified 

PRG Res

(ug/kg) 

PRG Ind

(ug/kg) 

PSBS-0.5 Punapohaku Stream ACETONE VOC 130  1569639 6035957 

PSBS-1.0 Punapohaku Stream ACETONE VOC 60  1569639 6035957 

PSBS-1.5 Punapohaku Stream 2-BUTANONE VOC 10 J   

PSBS-1.5 Punapohaku Stream ACETONE VOC 65  1569639 6035957 

PSBS-1.5 Punapohaku Stream IODOMETHANE VOC 9.2    
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3.5 Surface Water Sampling 

 The three water flow events (February 14, 2002, January 23, 2004, and February 27, 

2004) provided valuable data on the chemistry of surface water flowing from the Makua Military 

Reservation.  Figure 3.2 shows the distribution of measured surface water flows on Makua 

Stream during these three stream flow events. Each point of the graph indicates a measurement 

taken by the ISCO brand flowmeter, with measurements taken every 2  minutes.  For the 

February 14 flow (Figure 3.2), the low volume is quite variable, but the peak flow occurred from 

approximately 5:30 until 8:30 A.M..  The maximum velocity recorded was the first reading taken 

at 0.29 meters per second.  For the January 23, 2004, flow event, peak flow occurred at 

approximately 2:30 A.M. and again at 8:15 A.M., with velocities of 2.0 meters per second.  For 

the February 27, 2004, event, peak flow is not known, since the ISCO automated flow meter was 

damaged and the database was erased (see explanation in Section 2.5). 

 Figure 3.2 also shows two graphs of total suspended sediment data versus time for the 

different flows sampled on Makua Stream.  Figure 3.2 contains two graphs of total suspended 

sediment measurements (mg/l) versus time.  These graphs show that suspended solids are higher 

in the early part of the stream flow, with sediment transport falling below 10 mg/l toward the end 

of the stream flow event.  

Stream water samples were collected from the entire flow range, with samples collected 

for first flush, peak flow, and ending flow.  Tables 3.10 and 3.11 list a summary of surface water 

sampling data reported by the analytical laboratory for the stream sampling from the three events.  

Table 3.10 lists the compounds that were detected in water above Region IX PRGs and MCLs 

from the three events.   

For the first event, Koiahi Gulch Stream has concentrations of the pesticides aldrin, 

aldrin-BHC, heptachlor, and heptachlor epoxide above Region IX PRGs for the first sampling 

event (Table 3.10).  A sample from Punapohaku Stream has concentrations of aldrin and beta-

BHC above Region IX PRGs (Table 3.10).  A sample from Makua Stream has concentrations of 
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benzene slightly above Region IX PRGs and the metals thallium and iron above Region IX PRGs.  

A sample from Kaluakauila Stream has a thallium concentration above Region IX PRGs.  

Dissolved metals are metals measured by the laboratory that represents metal concentrations 

dissolved in the water without the metal particulates. Total metals are those metals dissolved in 

the water, as well as metals in particulate form flowing within the water.  Two stream water 

samples for total thallium were above Region IX PRGs for the first event.  Total metals analyses 

are not considered as representative of actual conditions as are dissolved metals.   

For the second event, Table 3.10 lists the compound RDX in one sample above Region 

IX PRGs.  From a total of 81 explosive samples collected from all the stream flow events, only 

one sample from the first flow at Makua Stream had concentrations of RDX above PRGs of 1.7 

ug/l/.  Table 3.10 lists the metals chromium, aluminum, iron, manganese, and vanadium above tap 

water PRGs in samples from Makua Stream in the early part of the stream flow from the second 

event.  These analyses are total metals, that is, metals both dissolved and particulate, in the water 

and represent biased high values.   

For the third event, Table 3.10 lists compounds detected above PRGs.  A number of 

metals were reported in stream water samples above PRGs, including iron, chromium, aluminum, 

and vanadium.  A few samples contained the pesticide heptachlor above PRGs.   

 Table 3.11 and 3.12 list the compounds that were detected by the laboratory but were 

below Region IX PRGs and MCLs for the three stream flow events.  This table includes a 

somewhat more extensive list of compounds detected by the laboratory methods; however, these 

compounds’ levels are all below the regulatory limits established by the Region IX PRG and 

MCL standards.  Table 3.11 and 3.12 list only compounds that are not naturally occurring; that is, 

concentrations of some metals, chlorides, and sulfates are not reported for simplicity.  For the first 

event, samples from the 
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Figure 3.2  Distribution of Makua Stream Flow 

 

           Makua Stream 2/14/2004 Stream Flow
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Figure 3.2  Distribution of Makua Stream Flow 

Makua Stream Stream Flow - January 23, 2003 Event 
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Figure 3.2  Distribution of Makua Stream Flow  

Total Suspended Solids Versus Time
February 2003, April 2003, January 2004, and February 2004 Flows
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Figure 3.2  Distribution of Makua Stream Flow  

February 27, 2004 Stream Flow

0

2

4

6

8

10

12

14

0.00 1000.00 2000.00 3000.00 4000.00 5000.00 6000.00 7000.00 8000.00 9000.00 10000.00

Minutes from 11:10, 2/27//04

St
re

am
 F

lo
w

 in
 m

3/
se

c



 
 

119

northernmost Kaluakauila Stream contained trace levels of gasoline by-products (benzene, 

xylene, toluene) and trace levels of dioxin/furans.  The first event, samples from Koiahi Gulch 

Stream contained trace levels of pesticides (see Table 3.10), dioxin/furans, and perchlorate at 

approximately 2 ug/l.  The first event samples from Makua Stream contained the volatile organic 

compound 2-bentanone, styrene, 1,2,4-trimethylbenzene, gasoline components (benzene, xylene, 

toluene, ethylbenzene), trace levels of dioxin/furan, and two samples with explosives.  The first 

event, samples from Punapohaku Stream contained levels of pesticides, gasoline components, and 

trace levels of dioxin/furans.   

For the second round a few compounds are listed in Table 3.11, including cyanide and 

RDX.  For the second flow event fewer small detections of pesticides and gasoline by-products 

were reported by the analytical laboratory.  This may have been a shorter time between stream 

flow, so fewer trace level compounds were contained in stream flow and reported by the 

analytical laboratory.  For the third round of surface water sampling, trace levels of acetone, 

lindane, arsenic, and RDX were reported by the analytical laboratory in surface water samples.  

On Makua Stream, out of a total of 81 samples collected over the complete period of the 

stream flow from three events that were analyzed for explosives, only two of the samples had 

detectable levels of explosives (Table 3.10 and 3.11).   

 The data collected from stream flow events show that almost undetectable levels of 

potential contamination are leaving the Makua Military Reservation.  A review of laboratory 

results for the first stream flow event from a total of 57 metals samples collected from all four 

streams indicated that only two samples for total thallium (dissolved and particulate) and one 

sample for iron were above Region IX PRGs.  Thallium is likely a naturally occurring compound 

as suggested by the Navy at Pearl Harbor (Navy, 2002).  For the first stream flow event, from a 

total of 57 samples collected from all four streams analyzed by the laboratory for explosives, only 

one contained perchlorate, and two contained 2,4-DNT.  For the first stream flow event, none of 

the samples analyzed by the laboratory detected TNT, RDX, or nitroglycerine.  Some samples 
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have trace levels of dioxin/furan, which are likely represent background concentrations (see 

Section 3.6).  Some samples contain trace levels of gasoline components, which are likely a result 

of vehicles and lawnmowers operating at MMR. 

Results reported by the analytical laboratory above Region IX PRGs and MCLs for the 

second and third events include RDX above PRGs of 1.7 ug/l and a few selected samples with 

chromium, aluminum, iron, manganese, and vanadium above tap water.  For the third event Table 

3.10 lists compounds detected above PRGs.  A number of metals were reported in stream water 

samples above PRGs, including iron, chromium, aluminum, and vanadium.  A few samples 

contained the pesticide heptachlor above PRGs.   

 Results of two smaller (April 2003 and January 1, 2004) surface water sampling events 

are not considered as reliable as the three major events (February 2003, January 22, 2004, and 

February 27, 2004), since the samples were stored past holding times.  However, the results of 

this sampling are listed in Appendix E to provide additional information.  No explosive 

compounds were detected in the water samples, but dissolved aluminum, iron, manganese, and 

vanadium were detected above Region IX PRGs.  A few samples contained chromium 

concentrations above MCL values.  These metal concentrations are likely the result of surface 

water transportation of metals that are normally contained within the soils in the Makua Valley.  
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Table 3.10  Results of Surface Water Sampling – Compounds Reported by the Analytical Laboratory Above Region IX PRGs. 

First Event—February 14, 2003 

Stream 
Sample 

Number 
Time Compound 

Compound 

Type 

Level 

(ug/l) 

PRG 

(ug/l) 

MCL 

(ug/l) 

Koiahi 

Gulch 
KSSW-R1 7:30 Aldrin Pesticide 0.030 0.004 N/A 

Koiahi 

Gulch 
KSSW-R1 7:30 Aldrin-BHC Pesticide 0.032 0.011 N/A 

Koiahi 

Gulch 
KSSW-R1 7:30 Heptachlor Pesticide 0.045 0.015 0.40 

Koiahi 

Gulch 
KSSW-R1 7:30 

Heptachlor 

Epoxide 
Pesticide 0.020 0.007 0.20 

Makua 

Stream 
ISCOR1-2 3:09 Benzene Gasoline 0.36 0.35 5.0 

Makua 

Stream 
MSSW-R1 7:45 Benzene Gasoline 0.44 0.35 5.0 
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Stream 
Sample 

Number 
Time Compound 

Compound 

Type 

Level 

(ug/l) 

PRG 

(ug/l) 

MCL 

(ug/l) 

Makua 

Stream 
ISCOR1-1 2:55 Thallium Metal 6.86 2.4 2.0 

Makua 

Stream 
ISCOR1-9 3:59 Iron Metal 12,300 11,000 N/A 

Punapohaku 

Stream 
PSSW-R1 7:58 Aldrin Pesticide 0.023 0.004 N/A 

Punapohaku 

Stream 
PSSW-R1 7:58 Beta-BHC Pesticide 0.094 0.0370 N/A 

Kaluakauila 

Stream 
KASSW-R1 7:58 Thallium Metal 6.02 2.4 2.0 
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Table 3.10 (Continued) 

Results of Surface Water Sampling - Compounds Reported by the Analytical Laboratory Above Region IX PRGs or MCLs 

Second Event—January 23, 2004 

Stream Sample Number Time Compound 

Compound 

Type Level 

Level_ 

Units > PRG > MCL PRG 

PRG_ 

UNIT MCL 

MCL_ 

UNIT 

Makua MMRMSR2-1 11:10 IRON Metal 17.1 mg/l YES  10.950 mg/l   

Makua MMR-SW-E4-B01 1/22/2004 22:41 RDX Explosive 1.7 ug/l YES  0.611 ug/l   

Makua MMR-SW-E4-B02 1:12 CHROMIUM Metal 0.463 mg/l  YES 0.110 mg/l 0.1 mg/l 

Makua MMR-SW-E4-B02 1:12 ALUMINUM Metal 75 mg/l YES  36.499 mg/l   

Makua MMR-SW-E4-B02 1:12 IRON Metal 167 mg/l YES  10.950 mg/l   

Makua MMR-SW-E4-B02 1:12 MANGANESE Metal 2.73 mg/l YES  0.876 mg/l   

Makua MMR-SW-E4-B02 1:12 VANADIUM Metal 0.418 mg/l YES  0.255 mg/l   

Makua MMR-SW-E4-B04 2:18 CHROMIUM Metal 0.227 mg/l  YES 0.110 mg/l 0.1 mg/l 

Makua MMR-SW-E4-B04 2:18 IRON Metal 76 mg/l YES  10.950 mg/l   

Makua MMR-SW-E4-B04 2:18 MANGANESE Metal 1.37 mg/l YES  0.876 mg/l   

Makua MMR-SW-E4-B06 3:31 CHROMIUM Metal 0.119 mg/l  YES 0.110 mg/l 0.1 mg/l 

Makua MMR-SW-E4-B06 3:31 IRON Metal 40.7 mg/l YES  10.950 mg/l   

Makua MMR-SW-E4-B11 7:24 IRON Metal 17.6 mg/l YES  10.950 mg/l   
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Table 3.10 (Continued) 

Results of Surface Water Sampling - Compounds Reported by the Analytical Laboratory Above Region IX PRGs or MCLs 

Third Event—February 27 through March 6, 2004 

Stream Sample Number Time Compound 
Compound 

Type 
Level Qualifier 

Level_

UNITS
> PRG > MCL PRG 

PRG_ 

UNIT 
MCL 

MCL_

UNIT 

Kaluakauila MMR-KAS-R3-2 13:05 IRON Metal 15.2  mg/l YES  10.950 mg/l  mg/l 

Koiahi MMR-KGS-R3-1 11:55 GAMMA-BHC Pesticide 0.052 J ug/l YES  0.052 ug/l 0.20 ug/l 

Koiahi MMR-KGS-R3-1 11:55 HEPTACHLOR Pesticide 0.015 J ug/l YES  0.015 ug/l 0.40 ug/l 

Koiahi MMR-KGS-R3-1 11:55 IRON Metal 36.4  mg/l YES  10.950 mg/l  mg/l 

Koiahi MMR-KGS-R3-2 13:05 CHROMIUM Metal 0.147  mg/l  YES 0.110 mg/l 0.10 mg/l 

Koiahi MMR-KGS-R3-2 13:05 IRON Metal 52.1  mg/l YES  10.950 mg/l  mg/l 

Makua MMR-MSISCO-B11-1 17:40 CHROMIUM Metal 0.516  mg/l  YES 0.110 mg/l 0.10 mg/l 

Makua MMR-MSISCO-B11-1 17:40 ALUMINUM Metal 111  mg/l YES  36.499 mg/l  mg/l 

Makua MMR-MSISCO-B11-1 17:40 IRON Metal 184  mg/l YES  10.950 mg/l  mg/l 

Makua MMR-MSISCO-B11-1 17:40 MANGANESE Metal 2.51  mg/l YES  0.876 mg/l  mg/l 

Makua MMR-MSISCO-B11-1 17:40 VANADIUM Metal 0.457  mg/l YES  0.255 mg/l  mg/l 

Makua MMR-MS-R3-1 11:15 THALLIUM Metal 0.00903 J mg/l YES YES 0.002 mg/l 0.00 mg/l 

Makua MMR-MS-R3-1 11:15 BERYLLIUM Metal 0.00874 J mg/l  YES 0.073 mg/l 0.00 mg/l 
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Stream Sample Number Time Compound 
Compound 

Type 
Level Qualifier 

Level_

UNITS
> PRG > MCL PRG 

PRG_ 

UNIT 
MCL 

MCL_

UNIT 

Makua MMR-MS-R3-1 11:15 CHROMIUM Metal 0.927  mg/l  YES 0.110 mg/l 0.10 mg/l 

Makua MMR-MS-R3-1 11:15 ALUMINUM Metal 169  mg/l YES  36.499 mg/l  mg/l 

Makua MMR-MS-R3-1 11:15 HEPTACHLOR Pesticide 0.047 J ug/l YES  0.015 ug/l 0.40 ug/l 

Makua MMR-MS-R3-1 11:15 IRON Metal 315  mg/l YES  10.950 mg/l  mg/l 

Makua MMR-MS-R3-1 11:15 MANGANESE Metal 10.3  mg/l YES  0.876 mg/l  mg/l 

Makua MMR-MS-R3-1 11:15 VANADIUM Metal 0.838  mg/l YES  0.255 mg/l  mg/l 

Makua MMR-MS-R3-2 12:50 BERYLLIUM Metal 0.00418 J mg/l  YES 0.073 mg/l 0.00 mg/l 

Makua MMR-MS-R3-2 12:50 CHROMIUM Metal 0.627  mg/l  YES 0.110 mg/l 0.10 mg/l 

Makua MMR-MS-R3-2 12:50 ALUMINUM Metal 114  mg/l YES  36.499 mg/l  mg/l 

Makua MMR-MS-R3-2 12:50 IRON Metal 209  mg/l YES  10.950 mg/l  mg/l 

Makua MMR-MS-R3-2 12:50 MANGANESE Metal 3.63  mg/l YES  0.876 mg/l  mg/l 

Makua MMR-MS-R3-2 12:50 VANADIUM Metal 0.505  mg/l YES  0.255 mg/l  mg/l 

Punapohaku MMR-PS-R3-1 12:25 HEPTACHLOR Pesticide 0.016 J ug/l YES  0.015 ug/l 0.40 ug/l 
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Table 3.11  Results of Surface Water Sampling – Compounds Detected and Reported by the Analytical Laboratory Below Region IX 

PRGs. 

First Event—February 14, 2003 

Stream Label Compound Compound Type Value (ug/l) PRG (ug/l) MCL (ug/l) 

Kaluakauila Stream KASSW-R1 BENZENE Gasoline 0.25000 0.35 5 

Kaluakauila Stream KASSW-R1 M/P-XYLENES Gasoline 0.65000   

Kaluakauila Stream KASSW-R1 O-XYLENE Gasoline 0.24000 1400  

Kaluakauila Stream KASSW-R1 TOLUENE Gasoline 1.10000 720 1000 

Kaluakauila Stream PSSW-R1 1,2,3,4,6,7,8-HpCDD Dioxin/Furans 0.000004924   

Kaluakauila Stream KASSW-R1 1,2,3,4,6,7,8-HpCDF Dioxin/Furans 0.00001122   

Kaluakauila Stream KASSW-R1 OCDD Dioxin/Furans 0.00002215   

Kaluakauila Stream KASSW-R1 OCDF Dioxin/Furans 0.00001364   

Kaluakauila Stream KASSW-R1 Total HpCDD Dioxin/Furans 0.000004924   

Kaluakauila Stream KASSW-R1 Total HpCDF Dioxin/Furans 0.00001122   

Koiahi Gulch KSSW-R1 DELTA-BHC Pesticide 0.02500   

Koiahi Gulch KSSW-R1 ENDRIN Pesticide 0.03100 11 2 
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Stream Label Compound Compound Type Value (ug/l) PRG (ug/l) MCL (ug/l) 

Koiahi Gulch KSSW-R1 GAMMA-BHC (LINDANE) Pesticide 0.04700 0.052 0.2 

Koiahi Gulch KSSW-R1 BENZENE Gasoline 0.31000 0.35 5 

Koiahi Gulch KSSW-R1 M/P-XYLENES Gasoline 0.83000   

Koiahi Gulch KSSW-R1 O-XYLENE Gasoline 0.31000 1400  

Koiahi Gulch KSSW-R1 TOLUENE Gasoline 1.40000 720 1000 

Koiahi Gulch KASSW-R1 1,2,3,4,6,7,8-HpCDD Dioxin/Furans 0.00009479   

Koiahi Gulch KSSW-R1 1,2,3,4,6,7,8-HpCDF Dioxin/Furans 0.00005247   

Koiahi Gulch KSSW-R1 1,2,3,6,7,8-HxCDF Dioxin/Furans 0.000008868   

Koiahi Gulch KSSW-R1 OCDD Dioxin/Furans 0.0008342   

Koiahi Gulch KSSW-R1 OCDF Dioxin/Furans 0.0001707   

Koiahi Gulch KSSW-R1 Total HpCDD Dioxin/Furans 0.0001634   

Koiahi Gulch KSSW-R1 Total HpCDF Dioxin/Furans 0.00005247   

Koiahi Gulch KSSW-R1 Total HxCDF Dioxin/Furans 0.00003598   

Koiahi Gulch KSSW-R1 PERCHLORATE Explosive 2.07000   

Koiahi Gulch KSSW-R1 PERCHLORATE Explosive 2.60000   

Makua Stream ISCOR1-02 2-BUTANONE VOC 35.00000   
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Stream Label Compound Compound Type Value (ug/l) PRG (ug/l) MCL (ug/l) 

Makua Stream ISCOR1-05 2-BUTANONE VOC 27.00000   

Makua Stream ISCOR1-05 BENZENE Gasoline 0.27000 0.35 5 

Makua Stream ISCOR1-07 2-BUTANONE VOC 21.00000   

Makua Stream ISCOR1-07 BENZENE Gasoline 0.20000 0.35 5 

Makua Stream ISCOR1-10 2-BUTANONE VOC 18.00000   

Makua Stream ISCOR1-10 BENZENE Gasoline 0.25000 0.35 5 

Makua Stream ISCOR1-12 2-BUTANONE VOC 12.00000   

Makua Stream ISCOR1-12 BENZENE Gasoline 0.25000 0.35 5 

Makua Stream ISCOR1-12 STYRENE VOC 0.20000 1600 100 

Makua Stream ISCOR1-39 M/P-XYLENES Gasoline 0.33000   

Makua Stream ISCOR1-39 TOLUENE Gasoline 0.29000 720 1000 

Makua Stream MSSW-R1 1,2,4-TRIMETHYLBENZENE VOC 0.34000 12  

Makua Stream MSSW-R1 ETHYLBENZENE Gasoline 0.29000 1300 700 

Makua Stream MSSW-R1 M/P-XYLENES Gasoline 1.70000   

Makua Stream MSSW-R1 O-XYLENE Gasoline 0.56000 1400  

Makua Stream MSSW-R1 TOLUENE Gasoline 2.70000 720 1000 
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Stream Label Compound Compound Type Value (ug/l) PRG (ug/l) MCL (ug/l) 

Makua Stream KSSW-R1 1,2,3,4,6,7,8-HpCDD Dioxin/Furans 0.000005164   

Makua Stream MSSW-R1 OCDD Dioxin/Furans 0.00002816   

Makua Stream PSSW-R1 2,4-DNT Explosive 0.31000 73  

Makua Stream ISCOR1-03 2,4-DNT Explosive 0.23000 73  

Punapohaku Stream PSSW-R1 DELTA-BHC Pesticide 0.01800   

Punapohaku Stream PSSW-R1 HEPTACHLOR Pesticide 0.01100 0.015 0.4 

Punapohaku Stream MSSW-R1 BENZENE Gasoline 0.26000 0.35 5 

Punapohaku Stream PSSW-R1 M/P-XYLENES Gasoline 0.72000   

Punapohaku Stream PSSW-R1 O-XYLENE Gasoline 0.27000 1400  

Punapohaku Stream PSSW-R1 TOLUENE Gasoline 1.20000 720 1000 

Punapohaku Stream MSSW-R1 1,2,3,4,6,7,8-HpCDD Dioxin/Furans 0.000005298   

Punapohaku Stream PSSW-R1 OCDD Dioxin/Furans 0.000026   
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Table 3.12  Results of Surface Water Sampling – Compounds Detected and Reported by the Analytical Laboratory Below Region IX 

PRGs. 

Second Event—February 14, 2003 

Third Event—February 27 - March 6, 2004 

Second Event - January 23, 2004 

Stream Label Compound 

Compound 

Type Value Qualifier Units PRG 

PRG 

Unit MCL 

MCL 

Unit 

Koiahi Gulch MMRKGSR2-1 CYANIDE Chemical 0.015  mg/l 0.730 mg/l  mg/l 

Makua MMR-SW-E4-B03 RDX Explosive 0.37 J ug/l 0.611 ug/l  ug/l 

Koiahi Gulch MMRKGSR2-3 CHROMIUM Metal 11  ug/l 110 ug/l 1000 ug/l 

Koiahi Gulch MMRKGSR2-3 LEAD Metal 1.2  ug/l   15 ug/l 

           

Third Event - February 27 - March 6, 2004 

Kaluakauila MMR-KAS-R3-1 ACETONE Solvent 5.5 J ug/l 608.333 ug/l  ug/l 

Kaluakauila MMR-KAS-R3-1 

GAMMA-BHC 

(LINDANE) Pesticide 0.016 J ug/l 0.0517 ug/l 0.2 ug/l 

Makua MMR-MS-R3-1 ACETONE  8.3 J ug/l 608.3333 ug/l  ug/l 
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Third Event - February 27 - March 6, 2004 

Stream Label Compound 

Compound 

Type Value Qualifier Units PRG 

PRG 

Unit MCL 

MCL 

Unit 

Makua MMR-MS-R3-1 ARSENIC  0.00656 J mg/l  mg/l 0.01 mg/l 

Makua MMR-MS-R3-1 RDX  0.61 J ug/l 0.611 ug/l  ug/l 

Makua MMR-MS-R3-2 ARSENIC  0.00521 J mg/l  mg/l 0.01 mg/l 
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3.6 Background Sampling 

 A background radiation survey was conducted to provide a database for comparing 

radiation values found in the Makua Valley samples with values at other locations on O`ahu.  The 

survey was conducted on December 26, 2003, using a GR-110 Exploranium Gamma Ray 

Scintillometer.  The comparative units are in counts per second.  This instrument reads levels of 

gamma radiation.  Radioactive contamination from an alpha or a beta source will occur in 

conjunction with a gamma source, so that measuring for gamma is a very good tool for screening 

for radioactive contamination.  Gamma radiation is the only type of radiation of concern in the 

Makua Valley.  The instrument was placed on the ground surface at the selected sites, and the 

measurements were taken after the readings had stabilized.  The locations and results are listed in 

Table 3.14.  In general the lowest values were obtained on sand beaches. The highest values were 

in the weathered clays on the Dole pineapple plantation, and volcanic rock areas had intermediate 

values. The lowest value of 8.6 counts per second (cps) was obtained on the beach at the North 

Shore.  The highest value of 105.1 cps was recorded at the Dole pineapple plantation. These 

values are within the range of values measured from soil samples in Makua Valley.   

 Table 3.13 lists the range of measured radiation readings from the scintillometer during 

the fieldwork at Makua Military Reservation.  Radiation counts for the soil samples collected 

from the monitoring well boreholes during drilling varied from 15 to 47.3 counts per second.  

Radiation counts for the soil samples collected from the lysimeter boreholes (B-1, B-2, and B-3) 

varied from 18.3 to 29 counts per second.  The range of radiation readings from shallow soil 

samples in Makua Valley was 21 to 40 counts per second (cps), with most samples registering 20 

to 30 counts per second.  A review of these data shows that all radiation measurements are within 

the range of values normally found on O`ahu; therefore, there is no indication of radiation 

contamination from operations at Makua Military Reservation.  These radiation levels are within 

the safe range of expected values. 
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Table 3.13  Background Scintillometer Readings 

  Location   GPS Data Reading (CPS)  

 Diamond Head State Monument  N21 degrees 16.050 min 39.4 
     W157 degrees 47.991 min 
 
 Hanauma Bay   N21 degrees 16.409 min 27.2 
      W157 degrees 41.608 min 
 
 Scenic Overlook   N21 degrees 18.541 min 20.4 
     W157 degrees 39.441 min 
 
 Sea Life Park   N21 degrees 18.777 min 30.7 
     W157 degrees 39.712 min 
 
 Waimanalo State Park  N21 degrees 19.896 min 17.3 
     W157 degrees 41.666 min 
 
 Kailua Beach   N21 degrees 23.874 min 11.9 
     W157 degrees 43.671 min 
 
 Kualoa Park   N21 degrees 30.745 min 15.1  
     W157 degrees 50.266 min 
 
 Polynesian Cultural Center  N21 degrees 38.370 min 21.3 
     W157 degrees 55.185 min 
 
 Turtle Bay Resort  N21 degrees 40.480 min 14.1 
     W158 degrees 02.378 min 
 
 Dole Pineapple Plantation  N21 degrees 30.292 min 105.1 
     W158 degrees 03.008 min 
 
 Dole Visitors Center  N21 degrees 31.553 min 81.4 
     W158 degrees 02.301 min 
 
 Dole Pineapple Plantation  N21 degrees 32.179 min 43.5 
     W158 degrees 02.525 min 
 
 Dole Pineapple Plantation  N21 degrees 33.639 min 88.4 
     W158 degrees 03.621 min 
 
 North Shore    N21 degrees 34.639 min 38.1 
     W158 degrees 07.383 min 
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Table 3.13 (Concluded) 

Background Scintillometer Readings 

   Location    GPS Data Reading (CPS) 
 
 Kaena Point   N21 degrees 34.797 min  24.1 
     W156 degrees 14.247 min 
 
 North Shore   N21 degrees 39.496 min  8.6 
     W158 degrees 03.454 min 
 
 Scenic View Below Pali  N21 degrees 21.913 min  27.2 
     W157 degrees 46.783 min 
 
 Ewa Train Station  N21 degrees 19.891 min  33.4 
     W158 degrees 02.745 min 
 
 Aloha Tower   N21 degrees 18.434 min  66.7 
     W157 degrees 51.862 min 

 CPS = Counts Per Second 
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Table 3.14  Summary of Radiation Readings from Makua Military Reservation Soil 

Location Values (CPS) 

Well MW-1 0 

Well MW-2 18 to 20 

Well MW-3A 17 to 35 

Well MW-3B 15 to 35 

Well MW-3C 15 

Well MW-4A 18 to 20 

Well MW-4B 18 to 20 

Well MW-4C 15 to 45 

Well MW-5 31 to 47.3 

Borehole B-1 18.3 to 22.8 

Borehole B-2 18.5 to 22.0 

Borehole B-3 28 to 29 

Shallow Soil Samples (throughout valley) 21 to 40 

 

 Results of off-site dioxin and furan background sampling are listed in Table 3.15.   

Samples were collected from depth of 6 inches (labeled the “A” sample) and from 12 inches 

(labeled the “B” sample).  Samples of the alluvium (ERDC-BK-1A and B), which is located north 

of Makua (Figure 2.19), had the dioxin compound OCDD, while dioxin and furan compounds 

were not reported by the analytical laboratory above detection limits from the alluvium samples 

in Makaha and Waianae Valleys (Figure 2.20 and 2.21).  All stream samples located in  Keaau 

Valley, Waianae Valley, and Makaha Valley had dioxin and furan concentrations.  Samples from 

both streambeds in Makaha Valley (Figure 2.20) and Waianae Valley (Figure 2.21) had TCDD 

values above Region IX PRGs.  The presence of these off-site dioxin and furan compounds 
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indicates that these compounds are present at background concentrations all along the Waianae 

Coast.   

3.7 Summary of Analytical Results for Groundwater Samples for Makua Military 
Reservation 

One round of groundwater samples for all ten monitoring wells was analyzed for 

naturally occurring chemical constituents, including magnesium, calcium, silica, bicarbonate, 

calcium, and chloride.  Comparison of these chemical constituents between wells in the Makua 

Valley and other wells along the Waianae Coast can provide information on the travel paths of 

groundwater recharging in the mountain ranges, and discharging along the beach.  Figure 3.3 

shows a plot of the magnesium versus calcium concentrations for the ten monitoring wells at 

Makua, with the background showing ranges of these constituents from other wells with open 

intervals within the Ewa Caprock, Waianae Basalts, and Koolau Basalts.  Figure 3.4 shows a 

comparison of silica concentration versus the calcium/magnesium concentration for the ten wells, 

with the background showing ranges of these constituents from other wells within the Ewa 

Caprock, Waianae Basalts, and Koolau Basalts.  Data from off-site wells for these figures were 

taken from Woodward Clyde (1998) and HLA (1996).  The water quality measured in well MW-

3A suggests that it is predominantly recharged by water that infiltrates locally within the calcium 

carbonate-dominated, near-shore sand deposits.  The geochemical signature of most of the 

remaining wells is consistent with the water in these wells originating predominantly from the 

basaltic and basaltic-derived alluvial inland deposits.  The silica level measured in MW-5 is 

higher than in other wells.  The redox conditions within the upper alluvium at this site may lead 

to more leaching of silica down to the aquifer.  The soil samples from MW-5 indicated a highly 

weathered, weakly consolidated layer that extended over 200 feet above the water table.  The 

thickness and occurrence of this layer is unusual for this area of O`ahu and is most likely the 

source of the silica in the groundwater at the site. 
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Figure 3.3  Graph of Magnesium Versus Calcium Concentrations of Groundwater in Makua Valley and Other Areas of O`ahu 
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Figure 3.4  Graph of Silica Versus Calcium/Magnesium Ratios Versus Silica Concentrations of Groundwater in Makua and Other Areas of O`ahu 
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 Based on results analyzed and reported by the analytical laboratory, no significant 

contamination above targeted MCLs and PRGs was detected in the six rounds of groundwater 

sampling at the Makua Military Reservation. Only sixteen samples had concentrations of a 

compound above the targeted MCL and PRG values and most of these had J flags, indicating that 

the concentrations were low enough to be near the detection limit for the analytical methods 

being used (Table 3.16).  A “J” value means that the laboratory reports the compound as being 

present in the sample, but that the concentration is below reliable limits on reporting the quantity. 

All these samples with detections above MCLs or PRGs were from the first three rounds of 

groundwater sampling, with the latter three rounds having no detections above MCLs or PRGs. 

The wells and concentration values above PRGs or MCLs are shown in Table 3.16. 
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Table 3.15  Background Dioxin Sample Results—Soil Samples 

Table 3.15  Background Dioxin Soil Sample Results (All concentrations in ug/l) 

Sample Label 
Date 

Sampled 
Analyte Value 

Residential 

PRG 

Industrial 

PRG 

Method

Detection 

Limit 
ERDC-BK 1A 8/25/03 OCDD 0.131   0.02 

ERDC-BK 1B 8/25/03 OCDD 0.104   0.018 

ERDC-BK 4A 05/28/03 1,2,3,4,6,7,8-HpCDD 0.045   0.007 

ERDC-BK 4A 05/28/03 1,2,3,4,6,7,8-HpCDF 0.013   0.005 

ERDC-BK 4A 05/28/03 1,2,3,4,7,8-HxCDF 0.005   0.003 

ERDC-BK 4A 05/28/03 OCDD 0.593   0.013 

ERDC-BK 4A 05/28/03 OCDF 0.032   0.009 

ERDC-BK 4A 05/28/03 Total HpCDD 0.045   0.007 

ERDC-BK 4A 05/28/03 Total HpCDF 0.151   0.005 

ERDC-BK 4A 05/28/03 Total HxCDF 0.005   0.003 

ERDC-BK 4B 05/28/03 1,2,3,4,6,7,8-HpCDD 0.027   0.010 

ERDC-BK 4B 05/28/03 OCDD 0.312   0.016 

ERDC-BK 4B 05/28/03 Total HpCDD 0.027   0.010 

ERDC-BK 4B 05/28/03 Total HpCDF 0.033   0.005 

ERDC-BK 5A 8/25/03 OCDD 0.212   0.019 

ERDC-BK 5B 8/25/03 1,2,3,4,6,7,8-HpCDF 0.168   0.008 

ERDC-BK 5B 8/25/03 OCDD 0.100   0.022 

ERDC-BK 5B 8/25/03 Total HpCDD 3.891   0.011 

ERDC-BK 5B 8/25/03 Total HpCDF 3.995   0.007 

ERDC-BK 5B 8/25/03 Total HxCDD 4.095   0.008 

ERDC-BK 5B 8/25/03 Total HxCDF 3.830   0.004 

ERDC-BK 5B 8/25/03 Total PeCDD 3.674   0.009 
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Table 3.15  Background Dioxin Soil Sample Results (All concentrations in ug/l) 

Sample Label 
Date 

Sampled 
Analyte Value 

Residential 

PRG 

Industrial 

PRG 

Method

Detection 

Limit 
ERDC-BK 5B 8/25/03 Total PeCDF 4.481   0.006 

ERDC-BK 5B 8/25/03 Total TCDD 1.725 3.9E -03 1.60E-02 0.005 

ERDC-BK 5B 8/25/03 Total TCDF 1.865   0.003 

ERDC-BK 6A 05/28/03 1,2,3,4,6,7,8-HpCDD 0.132   0.017 

ERDC-BK 6A 05/28/03 1,2,3,4,6,7,8-HpCDF 0.077   0.009 

ERDC-BK 6A 05/28/03 OCDD 1.865   0.042 

ERDC-BK 6A 05/28/03 OCDF 0.167   0.029 

ERDC-BK 6A 05/28/03 Total HpCDD 0.132   0.017 

ERDC-BK 6A 05/28/03 Total HpCDF 0.485   0.009 

ERDC-BK 6B 05/28/03 1,2,3,4,6,7,8-HpCDD 0.052   0.009 

ERDC-BK 6B 05/28/03 1,2,3,4,6,7,8-HpCDF 0.022   0.006 

ERDC-BK 6B 05/28/03 OCDD 0.659   0.021 

ERDC-BK 6B 05/28/03 OCDF 0.052   0.014 

ERDC-BK 6B 05/28/03 Total HpCDD 4.178   0.007 

ERDC-BK 6B 05/28/03 Total HpCDF 4.331   0.006 

ERDC-BK 6B 05/28/03 Total HxCDD 4.584   0.006 

ERDC-BK 6B 05/28/03 Total HxCDF 3.766   0.003 

ERDC-BK 6B 05/28/03 Total PeCDD 5.362   0.008 

ERDC-BK 6B 05/28/03 Total PeCDF 5.294   0.006 

ERDC-BK 6B 05/28/03 Total TCDD 2.257 3.9E -03 1.60E-02 0.005 

ERDC-BK 6B 05/28/03 Total TCDF 1.940   0.003 

* TOTAL TCDD is primarily composed of 2,3,7,8 TCDD 
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Table 3.16  Groundwater Chemistry Results Above Region IX PRGs and MCLs 

WELL NUMBER COMPOUND QUALIFIER CONCENTRATION PRG MCL 

 Round 1 

 MMRMW3B Benzene J 0.92 ug/l 0.35 ug/l 5.0 ug/l 

 MMRMW3C Arsenic  J 0.0047 mg/l 0.000045 mg/l 0.01 mg/l 

 MMRMW4A-R1 Arsenic  J 0.0053 mg/l 0.000045 mg/l 0.01 mg/l 

 MMRMW4A-R1 RDX  J 0.62 ug/l 0.61 ug/l (no value) 

 MMRMW4B Arsenic  J 0.00422 mg/l 0.000045 mg/l 0.01 mg/l 

 MW-5-R1 Thallium J 0.0123 mg/l 0.00241 mg/l 0.002 mg/l 

 MW-5-R1 Arsenic  J 0.0096 mg/l 0.000045 mg/l 0.01 mg/l 

 

 Round 2 

 MMRMW3B-R2 Benzene J 0.8 ug/l 0.35 ug/l 5.0 ug/l 

 MMRMW3C-R2 Heptachlor epoxide J 0.039 ug/l 0.007 ug/l 0.2 ug/l 

 MMRMW5RIN-2* Benzene J 0.63 ug/l 0.35 ug/l 5.0 ug/l 

 *(Rinsate sample for well MW-5) 

Table 3.16  (Concluded) 
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Groundwater Chemistry Results Above Region IX PRGs and MCLs  

 

WELL NUMBER COMPOUND QUALIFIER CONCENTRATION PRG MCL 

 Round 3 

 MMRMW4A-R3 Thallium J 0.00899 mg/l 0.00241 mg/l 0.002 mg/l 

 MMRMW4B-R3 Thallium J 0.00627 mg/l 0.00241 mg/l 0.002 mg/l 

 MMRMW4C-R3 Iron   17.4 mg/l 11.0 mg/l 

 MMRMW3B-R3 Alpha-BHC J 0.039 mg/l 0.011 mg/l 

 MMRMW3B-R3 Beta-BHC J 0.049 mg/l 0.037 mg/l 

 MMRMW3B-R3 Benzene J 0.37 ug/l** 0.00241 mg/l 0.002 mg/l 

 MMRMW4C-R3  Bis(2-ethylhexyl)phthalate J 14.0 mg/l 4.8 mg/l 

 

 Round 4, 5, and 6 

 MMRMW3A-R5 Thallium J 0.00883 mg/l 0.002 mg/l 

 **Duplicate from the 2A/2C laboratory reported 0.41 ug/l 

 J= J Flag indicative of semi-quantified results
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All of these results (except for some thallium and iron samples) were flagged as J values, 

which means that the concentrations are near the detection limit for the method being used. The 

concentrations for arsenic, thallium, and RDX that were reported by the analytical laboratory in 

the first round of groundwater samples above Region IX PRGs were not detected above Region 

IX PRGs in the second round of groundwater samples (except for thallium in well 3A from the 

fifth round)(see also Table 3.16).  Compounds above Region IX PRGs in the second round 

include benzene in well MW-3B and heptachlor epoxide in MW-3C.  Compounds above Region 

IX PRGs in the third round of groundwater samples include thallium for wells MW-4A and 4B; 

iron and bis-(2-ethylhexyl)-phthalate in well MW-4C; and benzene, alpha-BHC, and beta-BHC in 

well MW-3B.  No compounds above MCLs or PRGs were reported by the analytical laboratory 

for the fourth, fifth, or sixth rounds of groundwater samples.  Tables 3.17A and 3.17B list some 

of the additional analytes in the groundwater from monitoring wells at Makua Military 

Reservation detected or reported by the analytical laboratory above laboratory detection limits, 

but below PRGs or MCLs.  A complete list of compounds reported by the laboratory above 

laboratory detection limits is provided as Appendix D.   

Table 3.17A lists that chloride concentrations varied from 37 to 231 mg/l, which are 

concentrations somewhat higher than in other parts of O`ahu.  Slightly higher chloride 

concentrations can result from water flowing through the Waianae Basalts, which can add 

chloride to the groundwater.  Nitrate (nitrate and total nitrogen) concentrations (Table 3.17A) are 

3.5 mg/l or less, which are background levels for most groundwater.  Low levels of some fuel 

components  (1,2,4,trimethylbenzene, ethylbenzene, M/P-xylenes, O-xylene, and toluene) were 

reported by the laboratory as semiquantified results (J flags).  All of the fuel components are at 

barely detectable levels, and were also present in some of the trip blanks, indicating that the 

samples may have been exposed to fuel components in their trip to the laboratory.   Table 3.17B 

lists that rounds 2 and 3 of well MW-3C contained a trace level of the pesticide Endosulfan I.  

Only two wells had detectable levels of explosives reported by the analytical laboratory.  The 
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explosives in well MW-4A include trace levels of RDX and 2,4,6-TNT, and the explosives in 

well MW-4B included trace levels of perchlorate.  A number of wells have low levels of dioxin 

and furan compounds, including 1,2,3,4,6,7,8-HpCDD, 1,2,3,4,6,7,8-HpCDF.1,2,3,6,7,8-

HxCDD, 1,2,3,6,7,8-HxCDF, OCDD, and OCDF (Table 3.17B). 

Except for the detection of thallium in the first round of sampling for well MW-5, and the 

third round of sampling from wells MW-4A and 4B (thallium was not detected above MCLs in 

the subsequent rounds), the groundwater in Makua Valley would meet drinking water standards 

as established by the U.S. EPA.  The thallium concentrations are likely naturally occurring, just 

as suggested by the Navy at Pearl Harbor (Navy, 2002).  While there are compounds found in the 

wells, there is no pattern of contamination that would be indicated by compounds reported by the 

laboratory in each sampling event.  The chloride concentrations are somewhat elevated (taste 

levels for chloride are 250 mg/l), so that the water in Makua Valley would not taste as good as 

water from other parts of O`ahu.  However, it would be considered of drinking water quality. 
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Table 3.17A  Selected Groundwater Chemistry Data for the Makua Military Reservation 

Monitoring Wells 

(Naturally Occurring Compounds) 

Sample Name Location Chloride (mg/l) Nitrate-N Nitrite Qualifier

MMRMW1-R1 MW-1 188.000    

MMRMW1-R1 MW-1  1.33000   

MMRMW1-R2 MW-1 200.000    

MMRMW1-R2 MW-1  1.25000   

MMRMW1-R3 MW-1 193.000    

MMRMW1-R3 MW-1  1.4000   

MMRMW1-R4 MW-1 197.000    

MMRMW1-R4 MW-1  1.3800   

MMR-MW1-R5 MW-1 208.000    

MMR-MW1-R5 MW-1  1.28000   

MMRMW1-R6 MW-1 176.000    

MMRMW1-R6 MW-1  1.46000   

MMRMW2-R1 MW-2 171.000    

MMRMW2-R1 MW-2  0.202000   

MMRMW2-R2 MW-2 202.000    

MMRMW2-R2 MW-2  0.26000   

MMRMW2-R3 MW-2 231.000    

MMRMW2-R3 MW-2  1.68000   

MMRMW2-R4 MW-2 191.000    
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Sample Name Location Chloride (mg/l) Nitrate-N Nitrite Qualifier

MMRMW2-R4 MW-2  0.26000   

MMR-MW2-R5 MW-2 185.000    

MMR-MW2-R5 MW-2  0.2000   

MMRMW2-R6 MW-2 191.000    

MMRMW2-R6 MW-2  2.35000   

MMRMW3A-R1 MW-3A 42.2000    

MMRMW3A-R1 MW-3A  0.767000   

MMRMW3A-R2 MW-3A 48.6000    

MMRMW3A-R2 MW-3A  0.723000   

MMRMW3A-R2 MW-3A   0.162000  

MMRMW3A-R3 MW-3A 54.8000    

MMRMW3A-R3 MW-3A  0.783000   

MMRMW3A-R4 MW-3A 53.8000    

MMRMW3A-R4 MW-3A  0.67300000   

MMR-MW3A-R5 MW-3A 2.29000   J 

MMR-MW3A-R5 MW-3A  0.446000   

MMRMW3A-R6 MW-3A 50.2000    

MMRMW3A-R6 MW-3A  0.731000   

MMRDUP-R3 MW-3B 40.1000    

MMRMW-3B MW-3B 37.000    

MMRMW3B-R2 MW-3B 164.000    

MMRMW3B-R2 MW-3B  2.09000   
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Sample Name Location Chloride (mg/l) Nitrate-N Nitrite Qualifier

MMRMW3B-R3 MW-3B 38.8000    

MMRMW3B-R4 MW-3B 37.8000    

MMR-MW3B-R5 MW-3B 39.3000    

MMRMW3B-R6 MW-3B 32.4000    

MMRMW-3C MW-3C 55.2000    

MMRMW-3C MW-3C  0.497000   

MMRMW3C-R2 MW-3C 65.000    

MMRMW3C-R2 MW-3C  0.446000   

MMRMW3C-R3 MW-3C 57.7000    

MMRMW3C-R3 MW-3C  0.399000   

MMRMW3C-R4 MW-3C 56.6000    

MMRMW3C-R4 MW-3C  0.363000   

MMR-MW3C-R5 MW-3C 59.1000    

MMR-MW3C-R5 MW-3C  0.45000   

MMRMW3C-R6 MW-3C 52.9000    

MMRMW3C-R6 MW-3C  0.515000   

MMRMW4A-R1 MW-4A 172.000    

MMRMW4A-R1 MW-4A  2.11000   

MMRMW4A-R2 MW-4A 172.000    

MMRMW4A-R2 MW-4A  2.25000   

MMRMW4A-R3 MW-4A 188.000    

MMRMW4A-R3 MW-4A  2.29000   
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Sample Name Location Chloride (mg/l) Nitrate-N Nitrite Qualifier

MMRMW4A-R3DUP MW-4A 186.000    

MMRMW4A-R3DUP MW-4A  2.3000   

MMRMW4A-R4 MW-4A 133.000    

MMRMW4A-R4 MW-4A  2.28000   

MMR-MW4A-R5 MW-4A 204.000    

MMR-MW4A-R5 MW-4A  2.44000   

MMRMW4A-R6 MW-4A 198.000    

MMRMW4A-R6 MW-4A  2.37000   

MMRMW-4B MW-4B 161.000    

MMRMW-4B MW-4B  2.19000   

MMRMW-4BDUP MW-4B 160.000    

MMRMW-4BDUP MW-4B  2.19000   

MMRMW4B-R2 MW-4B 36.7000    

MMRMW4B-R3 MW-4B 153.000    

MMRMW4B-R3 MW-4B  2.4000   

MMRMW4B-R4 MW-4B 168.000    

MMRMW4B-R4 MW-4B  2.19000   

MMRMW4B-R4DUP MW-4B 167.000    

MMRMW4B-R4DUP MW-4B  2.18000   

MMR-MW4B-R5 MW-4B 149.000    

MMR-MW4B-R5 MW-4B  2.39000   

MMRMW4B-R6 MW-4B 157.000    
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Sample Name Location Chloride (mg/l) Nitrate-N Nitrite Qualifier

MMRMW4B-R6 MW-4B  2.28000   

MMRMW-4C MW-4C 173.000    

MMRMW-4C MW-4C  2.09000   

MMRMW4C-R2 MW-4C 182.000    

MMRMW4C-R2 MW-4C  2.22000   

MMRMW4C-R2DUP MW-4C 184.000    

MMRMW4C-R2DUP MW-4C  2.22000   

MMRMW4C-R3 MW-4C 180.000    

MMRMW4C-R3 MW-4C  2.14000   

MMRMW4C-R4 MW-4C 181.000    

MMRMW4C-R4 MW-4C  2.22000   

MMR-MW4C-R5 MW-4C 186.000    

MMR-MW4C-R5 MW-4C  2.29000   

MMRMW4C-R6 MW-4C 165.000    

MMRMW4C-R6 MW-4C  2.24000   

MMR-DUP-R5 MW-5 48.9000    

MMR-DUP-R5 MW-5  2.24000   

MMRMW5-R2 MW-5 157.000    

MMRMW5-R2 MW-5  1.22000   

MMRMW5-R3 MW-5 152.000    

MMRMW5-R3 MW-5  1.14000   

MMRMW5-R4 MW-5 153.000    
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Sample Name Location Chloride (mg/l) Nitrate-N Nitrite Qualifier

MMRMW5-R4 MW-5  1.19000   

MMR-MW5-R5 MW-5 160.000    

MMR-MW5-R5 MW-5  1.18000   

MMRMW5-R6 MW-5 148.000    

MMRMW5-R6 MW-5  1.23000   

MW-5-R1 MW-5 157.000    

MW-5-R1 MW-5  0.891000   

MMRMWSP7-R2 SP 7 53.7000    

MMRMWSP7-R2 SP 7  1.96000   

MMRSP-7 SP 7 49.9000    

MMRSP-7 SP 7  1.88000   

MMRSP-7DUP SP 7 49.8000    

MMRSP-7DUP SP 7  1.87000   

MMRSP7-R3 SP 7 61.5000    

MMRSP7-R3 SP 7  2.16000   

MMRSP7-R4 SP 7 50.3000    

MMRSP7-R4 SP 7  3.52000   

MMR-SP7-R5 SP 7 51.9000    

MMR-SP7-R5 SP 7  2.4600   

MMR-SP7-R5DUP SP 7 51.4000    

MMR-SP7-R5DUP SP 7  2.44000   

MMRSP7-R6 SP 7 44.6000    
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Sample Name Location Chloride (mg/l) Nitrate-N Nitrite Qualifier

MMRSP7-R6 SP 7  1.97000   

MMRSP7-R6 SP 7   0.097000 J 

 

    Nitrate PRG is 1 mg/l. 
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Table 3.17B  Selected Groundwater Chemistry Data for the Makua Military Reservation Monitoring Wells Below PRGs and MCLs 

 (Select Compounds Other Than Chloride and Nitrate (Table 3.17A) including Dioxin and Furans) 

Table 3.17B  Selected Groundwater Chemistry Data for the Makua Military Reservation Monitoring Wells Below PRGs and MCLs 

(Select Compounds Other Than Chloride and Nitrate (Table 3.17A) including Dioxin and Furans) 

  Compound  
1,2,3,4,6,7,8-

HpCDD 

1,2,3,4,6,7,8-

HpCDF 

1,2,3,6,7,8-

HxCDD 

1,2,3,6,7,8-

HxCDF 

1,2,3,7,8,9-

HxCDD 

1,2,4-TRIMETHYL 

BENZENE 
2,4,6-TNT BENZENE BETA-BHC CHLOROFORM DELTA-BHC ENDOSULFAN I

  Unit  pg/l pg/l pg/l pg/l pg/l ug/l ug/l ug/l ug/l ug/l ug/l ug/l 

  PRG       12.33 2.24 0.34 0.04 6.17   

  MCL         5.00     

  Sample Label Location/Round             

  MMRMW1-R1 MW-1 3.952 3.867X    0.48J       

  MMRMW1-R2 MW-1             

  MMRMW1-R4 MW-1             

  MWRMW2-R1 MW-2 5.296 2.298X           

  MMRMW2-R1 MW-2      0.38J       

  MMRMW2-R2 MW-2             

  MMRMW2-R4 MW-2             

  MWRMW3A-R1 MW-3A 1.609            

  MMRMW3A-R1 MW-3A      0.4J       

  MMRMW3A-R2 MW-3A             

  MMR-MW3A-R5 MW-3A          0.32J   

  MMRMW-3B MW-3B  1.433X    0.48J       

  MMRMW3B-R2 MW-3B             

  MMRMW3B-R3 MW-3B           0.024J  

  MMRMW3B-R4-RIN MW-3B        0.21J     

  MMRDUP-R3 MW-3B         0.027J  0.014J  

  MMRMW-3C MW-3C      0.52J       
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Table 3.17B  Selected Groundwater Chemistry Data for the Makua Military Reservation Monitoring Wells Below PRGs and MCLs 

(Select Compounds Other Than Chloride and Nitrate (Table 3.17A) including Dioxin and Furans) 

  Compound  
1,2,3,4,6,7,8-

HpCDD 

1,2,3,4,6,7,8-

HpCDF 

1,2,3,6,7,8-

HxCDD 

1,2,3,6,7,8-

HxCDF 

1,2,3,7,8,9-

HxCDD 

1,2,4-TRIMETHYL 

BENZENE 
2,4,6-TNT BENZENE BETA-BHC CHLOROFORM DELTA-BHC ENDOSULFAN I

  Unit  pg/l pg/l pg/l pg/l pg/l ug/l ug/l ug/l ug/l ug/l ug/l ug/l 

  PRG       12.33 2.24 0.34 0.04 6.17   

  MCL         5.00     

  Sample Label Location/Round             

  MMRMW3C-R2 MW-3C            0.45 

  MMRMW3C-R3 MW-3C            0.26 

  MMRMW3C-R4 MW-3C             

  MMR-MW3C-R5 MW-3C          0.3J   

  MMRMW4AR1 MW-4A 2.783            

  MMRMW4A-R1 MW-4A      0.45J 0.61JN      

  MMRMW4A-R2 MW-4A       0.26JN      

  MMRMW4A-R6 MW-4A             

  MMRMW-4B MW-4B 3.949 6.079X           

  MMRMW4B-R2 MW-4B             

  MMRMW4B-R4 MW-4B             

  MMRMW4B-R4DUP MW-4B             

  MMR-MW4B-R5 MW-4B             

  MMRMW-4C MW-4C  2.062X    0.4J       

  MMRMW4C-R2 MW-4C             

  MMRMW4C-R4 MW-4C             

  MW-5-R1 MW-5             

  MMRMW5-R2 MW-5 58.6 14.63 3.09 2.746I 2.472        

  MMR-DUP-R5 MW-5          0.21J   

  MMRMW5RIN-R2 Rinsate             

  MMRMWSP7-R2 SP 7             
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Table 3.17B  Selected Groundwater Chemistry Data for the Makua Military Reservation Monitoring Wells Below PRGs and MCLs 

(Select Compounds Other Than Chloride and Nitrate (Table 3.17A) including Dioxin and Furans) 

  Compound  
1,2,3,4,6,7,8-

HpCDD 

1,2,3,4,6,7,8-

HpCDF 

1,2,3,6,7,8-

HxCDD 

1,2,3,6,7,8-

HxCDF 

1,2,3,7,8,9-

HxCDD 

1,2,4-TRIMETHYL 

BENZENE 
2,4,6-TNT BENZENE BETA-BHC CHLOROFORM DELTA-BHC ENDOSULFAN I

  Unit  pg/l pg/l pg/l pg/l pg/l ug/l ug/l ug/l ug/l ug/l ug/l ug/l 

  PRG       12.33 2.24 0.34 0.04 6.17   

  MCL         5.00     

  Sample Label Location/Round             

  MMRSP-7 SP 7             

  MMR-SP7-R5 SP 7          0.28J   

  MMRSP7-R6 SP 7          0.25J   

              

  Key:  X,J= Semiquantified Result,  B,E = Rerun of sample,  PRG = Drinking Water Preliminary Remediation Goal, MCL = Drinking Water Maximum Contaminant Limit 

  N = Definition of compound is suspect -presumptive evidence 

  Values listed in table are above laboratory detection limits 
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Table 3.17B  Selected Groundwater Chemistry Data for the Makua Military Reservation Monitoring Wells Below PRGs and MCLs (Continued) 

(Select Compounds Other Than Chloride and Nitrate (Table 3.17A) including Dioxin and Furans) 

  Compound  
ENDRIN 

KETONE 
ETHYLBENZENE LEAD M/P-XYLENES OCDD OCDF O-XYLENE PERCHLORATE RDX TOLUENE Total HpCDD Total HpCDF Total HxCDD Total HxCDF 

  Unit  UG/L UG/L MG/L UG/L PG/L PG/L UG/L UG/L UG/L UG/L PG/L PG/L PG/L PG/L 

  PRG   2.91       0.61 723.42     

  MCL   700.00 0.02       1,000.00     

  Sample Label* Well Location               

  MMRMW1-R1 MW-1  0.25J  1J 25.14B 4.667 0.38J   0.76J 3.952    

  MMRMW1-R2 MW-1    0.47J      0.82J     

  MMRMW1-R4 MW-1          1.4     

  MWRMW2-R1 MW-2     18.03B 5.644     8.361 4.219   

  MMRMW2-R1 MW-2    0.42J      0.25J     

  MMRMW2-R2 MW-2    0.41J      0.74J     

  MMRMW2-R4 MW-2          0.85J     

  MWRMW3A-R1 MW-3A     11.24B 1.549     1.609    

  MMRMW3A-R1 MW-3A    0.45J      0.29J     

  MMRMW3A-R2 MW-3A          0.44J     

  MMR-MW3A-R5 MW-3A               

  MMRMW-3B MW-3B    0.7J 7.131B  0.28J   0.64J     

  MMRMW3B-R2 MW-3B    0.4J      0.74J     

  MMRMW3B-R3 MW-3B               

  MMRMW3B-R4-RIN MW-3B          1     

  MMRDUP-R3 MW-3B               

  MMRMW-3C MW-3C    0.7J   0.27J   0.53J     

  MMRMW3C-R2 MW-3C          0.31J     

  MMRMW3C-R3 MW-3C               

  MMRMW3C-R4 MW-3C          1.2     

  MMR-MW3C-R5 MW-3C               

  MMRMW4AR1 MW-4A     20.28B      2.783    
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Table 3.17B  Selected Groundwater Chemistry Data for the Makua Military Reservation Monitoring Wells Below PRGs and MCLs (Continued) 

(Select Compounds Other Than Chloride and Nitrate (Table 3.17A) including Dioxin and Furans) 

  Compound  
ENDRIN 

KETONE 
ETHYLBENZENE LEAD M/P-XYLENES OCDD OCDF O-XYLENE PERCHLORATE RDX TOLUENE Total HpCDD Total HpCDF Total HxCDD Total HxCDF 

  Unit  UG/L UG/L MG/L UG/L PG/L PG/L UG/L UG/L UG/L UG/L PG/L PG/L PG/L PG/L 

  PRG   2.91       0.61 723.42     

  MCL   700.00 0.02       1,000.00     

  Sample Label* Well Location               

  MMRMW4A-R1 MW-4A    0.58J   0.21J   0.36J     

  MMRMW4A-R2 MW-4A    0.31J     0.48J 0.59J     

  MMRMW4A-R6 MW-4A         0.23J      

  MMRMW-4B MW-4B     19.86B 4.707X     3.949 2.195   

  MMRMW4B-R2 MW-4B    0.45J      0.82J     

  MMRMW4B-R4 MW-4B        1.45J  0.41J     

  MMRMW4B-R4DUP MW-4B        1.78J       

  MMR-MW4B-R5 MW-4B 0.099J              

  MMRMW-4C MW-4C    0.47J 9.351B     0.31J     

  MMRMW4C-R2 MW-4C    0.36J      0.61J     

  MMRMW4C-R4 MW-4C          1.7     

  MW-5-R1 MW-5   0.0086J            

  MMRMW5-R2 MW-5    0.41J 333.1B 76.19    0.78J 94.66 49.38 10.89 8.43 

  MMR-DUP-R5 MW-5   0.00294J            

  MMRMW5RIN-R2 Rinsate  0.23J  1.1J   0.41J   2.7     

  MMRMWSP7-R2 SP 7          0.58J     

  MMRSP-7 SP 7     15.38B 3.661         

  MMR-SP7-R5 SP 7               

  MMRSP7-R6 SP 7               

  Key:  X,J= Semiquantified Result,  B,E = Rerun of sample,  PRG = Drinking Water Preliminary Remediation Goal, MCL = Drinking Water Maximum Contaminant Limit 

  N = Definition of compound is suspect -presumptive evidence 

  Values listed in table are above laboratory detection limits 
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3.8 Hydrologic/Hydrogeologic Characterization 

 The hydrogeologic characterization portions of this study include the rainfall 

(meteorological) data and the surface water measurements collected.  The hydrogeologic 

characterization portions of this study include the water level information and the permeability 

(slug) testing information. 

3.8.1 Rainfall Data 

 Data from the three on-site weather stations, as well as the eight additional rainfall gages 

were collected as part of this study.  The data are summarized in the surface water modeling 

results (Section 3.9.1).   

3.8.2 Soils Data 

 The results of soil moisture content and grain size analyses are listed in Appendix F.  The 

average moisture content of soil samples collected at Makua was 8.2, which means that an 

average of 8.2% of the soils volume was water.  This soil-moisture data was collected during 

September to October, 2002.  This is generally a low value, and is indicative of the drier 

conditions at Makua.  The average particle distribution of samples collected (Appendix F) was 

64% fine material (that is, particles less than sand size), 33% sand size particles, and 3% gravel 

size particles. 

3.8.3 Geologic Information 

 Borehole information from the drilling operations was logged for each of the monitoring 

wells at Makua Military Reservation.  Borehole logs are listed in Appendix A.   

 Well MW-1 encountered sand nearly the entire depth of the well.  Drilling of well MW-2 

encountered sand for the first foot of drilling, and then encountered clay to a depth of 35 feet. 

 Well MW-3A drilled in silt to 18 feet, and then graded into sand to a depth of 35 feet.  

Well MW-3B also drilled in silt to 18 feet, sand to 60 feet, and then clay with basaltic rock 

fragments to a depth of 70 feet.  Well MW-3C encountered silt to a depth of 25 feet, a layer of  

basaltic boulders to 45 feet, clay from 45 to 60 feet, basaltic boulders from 60 to 85 feet, and silty 
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clay from 85 to 106 feet.  These three wells (MW-3A, B, C) were installed about 10 feet apart, 

and indicate that the geology in the area of these wells is layers of interbedded silt, boulders with 

clay, and sand. 

 Well MW-4A encountered sand the entire depth of  the hole to 35 feet.  Wells MW-4B 

and 4C encountered sand to a depth of 60 feet, and a basalt boulder layer with sand from 60 to 

70 feet.  In well MW-4C the basaltic boulder layer extended from 60 to 85 feet, with a clay and 

gravel layer extending from 85 to 100 feet.  A higher amount of sand was encountered during the 

drilling of wells MW-4A, B, and C, with some layers of basaltic boulders and clay.  

 Well MW-5 was by far the deepest well, with a total depth of 340 feet during drilling.  

The well encountered a silt/clay layer to a depth of 290 feet, and then gravel beneath that.  The 

gravel layer provides a higher permeability zone, and could transmit water from the Waianae 

Range to the ocean. 

 Radiation readings in the Makua samples were 10 to 60 counts per second.  These values 

are within those measured on other parts of O`ahu (Section 3.6).  Therefore, there is no indication 

that radiation above background levels is found in the Makua Valley. 

3.8.4 Water Level Measurements (in Wells) 

 A number of groundwater measurements were collected as part of this study.  Table 3.18 

lists the water levels collected from the Makua Military Reservation monitoring wells, and Figure 

3.5 shows a map of the water levels.  The water levels are generally 3 feet above sea level in all 

of the boundary wells (MW-1, 2, 3A, 3B, 3C, 4A, 4B, 4C, SP-7).   The water level in the 

upgradient well (MW-5) is approximately 14 feet above sea level, and appears to be in a confined 

aquifer portion of the Valley.  The groundwater is likely measured in a freshwater lens that is 

floating on sea water beneath well MW-5.  Given this assumption, the approximate groundwater 

gradient in the Makua Valley is 0.003.  Figure 3.6 shows a hydrograph of water level fluctuations 

in well SP-7 from January 17, 2003, 4:45 P.M. for 2 days (2880 min).  Figure 3.6 shows that 

approximate tidal fluctuation is less than 0.10 foot.  Such a small fluctuation would be expected 
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in a well in a shallow unconfined aquifer nearly 1000 feet inland of the ocean.  Tidal fluctuations 

are typically found more prominently within a few 100 feet of the shoreline (Jiao and Tang, 

1999).
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Table 3.18   Water Levels Measured in Monitoring Wells at Makua Military Reservation 

Monitoring Well Number 

 MW-1 MW-2 MW-3A  MW-3B  MW-3C  MW-4A  MW-4B  MW-4C  MW-5   SP-7   

 Date TOC 

Gr. 

Level Water TOC 

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC 

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC 

Gr. 

Level Water TOC 

Gr. 

Level Water 

    Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation

Well Elevation 

(est.) 12.9 9.95  13.59 10.81  22.0219.11  21.2518.34  21.8 18.6  22.2319.25  22.1619.27  22.6719.71  234.95 235.35  19.13 13.01  

 10/11/2002  6.8 6.1  8.6 4.99                         

 10/15/2002        16.2 5.82                      

 10/26/2002        14.6 7.42                      

 11/20/2002           15.45 5.8        15.9 6.26          

 12/5/2002              15.4 6.4        11.7 10.97       

 12/9/2002                          223 11.95    

 12/10/2002                               

 12/12/2002 9.41  3.49                            

 12/23/2002                               

 1/16/2003 9.38  3.52 10.2  3.39                         

 1/17/2003       18.77  3.25       18.72  3.51             

 1/21/2003          17.7  3.55       18.61  3.55          

 1/22/2003                            15.7  3.43 

 1/23/2003             18.29  3.51       19.1  3.57       
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Monitoring Well Number 

 MW-1 MW-2 MW-3A  MW-3B  MW-3C  MW-4A  MW-4B  MW-4C  MW-5   SP-7   

 Date TOC 

Gr. 

Level Water TOC 

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC 

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC 

Gr. 

Level Water TOC 

Gr. 

Level Water 

    Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation

 1/24/2003 8.94  3.96 10.04  3.55 18.62  3.4 17.79  3.46 18.25  3.55 18.64  3.59 18.56  3.6 19.07  3.6 220.71 220.71 14.24 15.72  3.41 

 2/13/2003                         220.66 220.66 14.29    

Low 

Tide 4/3/2003 8.71  4.19 10.29  3.3 18.25  3.77 17.77  3.48 18.09  3.71 18.21  4.02 18.14  4.02 18.62  4.05    15.35  3.78 

High 

Tide 4/3/2003 8.7  4.2 10.18  3.41 18.26  3.76 17.47  3.78 17.98  3.82 18.21  4.02 18.14  4.02 18.62  4.05    15.35  3.78 

 4/1/2003 8.55  4.35 10.16  3.43 18.21  3.81                      

 4/2/2002                18.16  4.07 18.11  4.05          

 4/3/2003          17.77  3.48                15.35  3.78 

 4/7/2003                         220.51  14.44    

 6/23/2003 9.24  3.66                            

 6/24/2003    10.85  2.74 18.8  3.22                   15.88   

 6/25/2003          18.06  3.19                   

 6/26/2003             18.69  3.11    18.51  3.65          

 6/27/2003                18.78  3.45    19.19  3.48       

 7/1/2003                         221.45      

Low 9/9/2003 9.41  3.49 10.69  2.9 19.06  2.96 18.23  3.02 18.74  3.06 19.02  3.21 18.98  3.18 19.48  3.19 220.11  14.84 16.17  2.96 
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Monitoring Well Number 

 MW-1 MW-2 MW-3A  MW-3B  MW-3C  MW-4A  MW-4B  MW-4C  MW-5   SP-7   

 Date TOC 

Gr. 

Level Water TOC 

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC 

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC

Gr. 

Level Water TOC 

Gr. 

Level Water TOC 

Gr. 

Level Water 

    Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation   Elevation

Tide 

High 

Tide 9/9/2003 9.38  3.52 10.49  3.1 19.05  2.97 18.18  3.07 18.61  3.19 19  3.23 18.96  3.2 19.45  3.22 220.03  14.92 16.12  3.01 

 9/29/2003 9.18  3.72                            

 9/30/2003    10.33  3.26 18.86  3.16                      

 10/1/2003          17.93  3.32 18.38  3.42             15.93  3.2 

 10/2/2003                18.84  3.39 18.75  3.41 19.28  3.39       

 10/3/2003                         220.25  14.7    

 12/29/2003 9.2  3.7                         16.16  2.97 

 12/31/2003                18.96  3.27 18.9  3.26 19.38  3.29       

 1/2/2004             18.35  3.45                

 1/4/2004    8.43  5.16                   220.51  14.44    

 1/7/2004       17.51  4.51 16.81  4.44                   

    Key: 

    TOC = Top of Casing Measurement 

    Gr. Level = Measurement taken at Ground Level 

    Water Elevation = Water Level in feet above mean sea level (Surveyed elevation of TOC - Water level from TOC) 
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Figure 3.5  Water Table Map 
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Figure 3.6  Water Level Fluctuations 

Figure 3.6  Water Level Fluctuations - Tidal Influence
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3.8.5 Permeability  (Slug Testing) 

Hydraulic conductivity (K) tests were conducted on wells MW-1, MW-2, MW-3A, MW-

3B, MW-3C, MW-4A, MW-4B, MW-4C, MW-5, and SP-7. The hydraulic conductivity test data 

were analyzed using AQTESOLV for Windows. The unconfined Bouwer-Rice and unconfined 

Hvorslev methods seemed to give the best fit for most the Makua well data. The confined 

Cooper-Bredehoeft-Papadopulos method was used on MW-5. The hydraulic conductivity values 

ranged from 0.37 ft/day to 75.11 ft/day. The average K is 12.60 ft/day.  All the values obtained fit 

in the range of what would be expected for a fine to coarse sand as shown by Freeze and Cherry 

(1979) in their graph entitled “Typical K Values for Consolidated and Unconsolidated Aquifers.” 

The hydraulic conductivity values determined for each well are in Table 3.19. 

 

Table 3.19  Hydraulic Conductivity Values from Monitoring Wells 

 

 WELL NUMBER HYDRAULIC CONDUCTIVITY 

 MW-1 5.45 ft/day 

 MW-2 2.28 ft/day 

 MW-3A 75.11 ft/day 

 MW-3B 51 ft/day 

 MW-3C  6.255 ft/day 

 MW-4A 0.37 ft/day 

 MW-4B 6.7 ft/day 

 MW-4C 1.67 ft/day 

 MW-5 22.65 ft/day 

 SP-7 5.09 ft/day 

  Average K =12.60 ft/day 
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3.9 Surface Water and Groundwater Modeling Results 

 Sections 3.9.1 and 3.9.2 contain the surface water modeling and groundwater modeling 

results. 

3.9.1 Surface Water Modeling Results 

 The surface water modeling provided helpful calculations used to evaluate the hydrology 

of the Makua Valley.  Information provided by the surface water modeling includes an estimate 

of total suspended solids load from the February 14, 2003, January 23, 2004, and February 27, 

2004, storms and sediment load and stream flow for a much larger estimated rainfall event (100-

year storm).  The model also provided estimates of the volume of infiltration to groundwater that 

occurred during the February 14, 2003, January 23, 2004, and February 27, 2004, flow events.  

These infiltration values can be compared to those recharge estimates as part of the groundwater 

modeling outlined in Section 3.9.2 and Appendix G.  The model also provided information on the 

potential areas of flooding for a 24-hour, 100-year storm and the volume of suspended sediment 

that might be discharged from the valley.   

 The amount of water infiltrated during the February 14, 2003, January 23, 2004, and 

February 27, 2004, flow events are shown in Figure 3.7A, 3.7B, and 3.7C respectively.  Values of 

infiltration are expressed as the total infiltration amount ( in cm).  For the February 14 event, 

infiltration varied from 1 to 67 cm, with a mean of 8 cm  of water (Figure 3.7A).   For the January 

23 event, infiltration varied from 1 to 14 cm of water, with a mean of 4 cm (Figure 3.7B).  For the 

February 27 event, infiltration varied from 7 to 88 cm of water, with a mean of 23 cm (Figure 

3.7C).  Consistent with our understanding of the hydrology at the site, the steepest areas generate 

less recharge than the flatter areas.  As expected, areas that received more rainfall generated more 

recharge.  Other storm events may provide more rainfall in other areas, so that the recharge 

simulated by the model is influenced by the distribution of this particular rainfall event.  The 

largest event (February, 2004) generated the most infiltration, since it occurred over a 1 week 

period with two large storms passing through the Makua Valley.   
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 For the February 14 event, the model calculated the total volume of rainfall in the Makua 

Valley as 1,364,244 m3, with a total volume of 1,237,824 m3 infiltrating.  This represents 91% of 

the rainfall infiltrating to the ground, or left on the surface as ponded water, with 122,067 m3, or 

about 9%, discharging into the streams and then into the ocean.  For the January 23 event the 

model calculated total volume of rainfall in the Makua Valley was 639,244 m3, with a total 

volume of 596,600 m3infiltrating.  This represents 93% of the rainfall infiltrating to the ground, or 

left on the surface as ponded water, with 42,385 m3, or about 7%, discharging into the streams 

and then into the ocean.  For the February 27 event, the model calculated total volume of rainfall 

in the Makua Valley was 4,393,952 m3, with a total volume of 3,747,119 m3 infiltrating.   This 

represents 85% of the rainfall infiltrating to the ground, or left on the surface as ponded water, 

with 625,889 m3, or about 15%, discharging into the streams and then into the ocean.  A review 

of these numbers indicates that a great percentage of large rainfall events infiltrates or remains as 

ponded water on surface.  

The model calculated a total suspended sediment discharge for the three different flow 

events.  Model simulated total suspended sediment (silt and clay fractions) was 1,540 m3 for the 

February 2003 flow event, 28.7 m3 for the January 2004 flow event, and 2,090 m3 for the 

February 2004 flow event, which were simulated by calibrating the model to the total suspended 

solids (TSS) values measured during the flow events.   

 The model is calibrated to the three flow events by comparing simulated flows of water 

and sediment with measured flows, and then adjusting parameters until an acceptable match is 

achieved.  Overland flow, roughness, hydraulic soil properties, and soil erosion ability parameters 

were adjusted.  Measured values in Makua Valley include the stream flow and TSS 

measurements taken on Punapohaku Stream, Koiahi Gulch Stream, and Kaluakauila Stream.   

The stream hydrographs are comparisons of flow volume versus time.  Figure 3.8A, B, and C 

show simulated versus measured stream hydrographs of the Makua Stream and Koiahi Gulch 

Stream for the February 14, 2003, January 23, 2004, and February 27, 2004 flow events, 
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respectively.  Figure 3.9A, B, and C show the simulated versus measured stream hydrographs of 

the Punapohaku Stream, and total suspended sediment discharging from Makua Valley for the 

February 14, January 23, and February 27 flow events, respectively.  The model provides 

acceptable agreement between the simulated and measured stream flows, with the exception of 

the TSS for the February, 2003 flow.  Calibration was acceptable for 2 of the 3 TSS simulations 

(January 2004 and February 2004), but overestimated TSS for the February 2003 flow.  Once the 

model was created, the predictive runs were made to provide estimates of stream flow and 

suspended sediment transport for a larger 100 year rainfall event. 
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Figure 3.7A  Surface Water Modeling Simulated Infiltration (February 14, 2003) 
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Figure 3.7B  Surface Water Modeling Simulated Infiltration (January 23, 2004) 
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Figure 3.7C  Surface Water Modeling Simulated Infiltration (February 27, 2004) 
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 A sensitivity analysis of the surface water modeling effort was performed to identify the 

set of hydraulic parameters (streambed roughness, surface roughness, and infiltration) that best 

represent the system, and to identify those parameters that most affect the surface water system.  

The sensitivity analysis showed the following: 

1) Infiltration rates of rainfall into the ground have a significant impact on the 

surface water overland flow component.  The model calculated approximately 

85 to 93% infiltration of rainfall, meaning that infiltration parameters are 

important.  Initial infiltration rates for the shallow soil types of sand, clay, and 

silt were taken from the GSSHA manual (Downer and Ogden, 2002). 

2) Overland flow roughness was not very sensitive for the surface water flow 

modeling, but did have some slight impact on slowing the discharge of 

overland flow to the streams.  Higher roughness coefficients were not varied 

measurably from values in the GSSHA manual (Downer and Ogden, 2002), 

since they had little impact on the modeling results. 

3) Roughness of the streambed samples was somewhat sensitive, and this 

parameter was increased to a value of 0.30 to slow stream flow rates.  Given the 

large amount of vegetation in the streambeds from field observations,  the 

streams are very rough and would require high Manning n values. 

4) The volume of sediment discharged from the surface is dependent on the soil 

erosion properties and soil erosion factors.  The volume of sediment is sensitive 

to the soil erosion properties, especially soil erosion ability.  Sand percentage 

and silt percentage values are also model inputs.  Silt and sand percentages 

were taken as the average values from the grain size analysis data for soil 

samples taken in Makua Valley (Appendix F).  Soil erosion ability values used 

in the calibration were generally very low to provide for calibration with the 

total suspended soils data.  The model was generally quite sensitive to this soil 
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erosion ability factor, as this parameter is entered into an empirical equation 

with this factor directly proportional to the amount of sediment discharged.   

 For the calibration process, a set of three parameters was adjusted for the calibration:  

infiltration, overland flow roughness, and streambed roughness.   Parameters for infiltration were 

adjusted first, followed by overland flow roughness and streambed roughness.  For the infiltration 

parameters, a value of 2.85 cm/hr for saturated hydraulic conductivity was used over a large 

portion of Makua Valley that is composed of either basaltic bedrock outcrop or sandy alluvium.  

Much lower values representative of finer grained materials (clay or silt), with values of  0.1 to 

0.25 cm/hr, were used in areas that have more clay.  Silt rich alluvium in stream bottoms (Figure 

2.27) taken from the Soil Survey data (USDA, 1972). 

 Once the flow portion of the model was calibrated, the sediment discharge portion of the 

model was created and calibrated.  Values for soil erosion factors of 0.005 for crop management 

and 1.0 for conservation practices were used, since these values are representative of undeveloped 

land vegetated with grass or trees (Downer and Ogden, 2002).  Soil erosion properties of sand and 

silt percentages of 33% and 64% were held constant since these were measurable data taken as 

the average of sieve analyses (Appendix F).  Soil erosion ability values were lowered until the 

TSS values calculated by the model were representative of those measured in the field by the TSS 

data. 

 The calibrated model could then be used to make predictions ofstream flow and 

suspended sediment transport for larger rainfall events.  For the predictive run, the model was run 

with a 24-hour duration, 100-year storm taken from Wu (1967).  For this run, 16 inches of rainfall 

is applied over the entire valley in a 24-hour period, and then the model is used to predict size of 

the flow event and the volume of suspended sediment.  Figure 3.10 shows the Makua Stream 

hydrograph and discharge of sediment into the ocean for this large event.  Both the flow and 

suspended sediment values would be much larger from a huge rainfall event, such as this, than for 

the measured February 2003, January 2004, or February 2004 storms.  For this 24-hour storm 
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event, 77% of rainfall was absorbed by the ground and 13% was runoff.  The total volume of 

suspended sediment was 18,242 m3.  Figure 3.11 shows the maximum extent of flooding across 

the Makua Valley, with the approximate depth of water in meters shown.  A  portion of the 

bottom of the Makua Valley would be flooded in such a large event. 

3.9.2 Groundwater Modeling Results 

 A complete explanation of the development of the site conceptual model, and 

development of the groundwater modeling effort, is contained in Appendix H.  A summary of the 

vadose zone modeling used to evaluate input into the groundwater model is contained in 

Appendix I.  

A numerical model was constructed to simulate the groundwater flow and potential 

transport of explosives constituents within the groundwater system that underlies Makua Valley.  

The region that was modeled consisted of the roughly 4,170-acre hydrologic basin that includes 

the two major valleys (Makua and Kahanaha Iki) that drain into Makua Stream and Koiahi Gulch.  

The numerical model created extended from the ridges that surround these valleys to the Waianae 

coast of the island of O`ahu. 

 The U.S. Geological Survey models MODFLOW (McDonald and Harbaugh, 1986) and 

MT3D (Zheng, 1990) were used to simulate groundwater flow and transport, respectively.  After 

calibrating the model by adjusting the hydraulic parameters of the various basalt and sedimentary 

units within the model domain to match measured water levels within the valley, the model was 

used to simulate groundwater flow and the migration of the energetics compound RDX (1,3,5-

trinitro-1,3,5-triazine), which has been found in sub-surface soil and lysimeter samples collected 

from beneath two separate potentially impacted areas (i.e., the OB/OD Area and the Impact 

Area).   

Model runs were also conducted using the US Geological Survey’s SEAWAT model in 

response to reviewers comments on the Draft EIS.  The SEAWAT model runs were designed to 

simulate the impact of the saltwater interface on the groundwater flow patterns in Makua Valley.  
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The numerical simulation results indicate that there is a possibility for the development of a 

plume of energetics constituents (i.e. RDX) as a result of infiltration into the groundwater system 

that underlies the valley. In the worst-case scenario, where no retardation or attenuation is 

assumed to occur to the RDX during transport through either the vadose zone or the groundwater 

system, a roughly 750-meter-wide plume containing 0.002 mg/L RDX is simulated to reach the 

Makua shoreline after 50 years of travel through the groundwater system beneath the OB/OD unit 

area (Appendix H).  However, when the natural effects of attenuation and retardation within just 

the vadose zone are considered during contaminant transport, there is a considerable reduction in 

the size and concentration of the simulated plume, which results in the plume not reaching 

beyond a few thousand meters of the major impacted areas within the valley. It should also be 

noted that there is no evidence that groundwater in the inland portions of Makua is currently 

impacted by energetic constituents, or that groundwater reaching the shore has ever contained 

measurable levels of RDX or other energetic constituents.  The simulations indicate that prior to 

migrating off the military reservation (Appendix H), a plume of RDX emanating from the 

OB/OD unit area should be detected in the down-gradient monitoring well MW-5, as well as the 

near-coast nested arrays of wells that were installed during this investigation.   

 Appendix H-2 shows the results of a cross section model using the SEAWAT code, 

which incorporates results of density-dependent simulations. Results of these model runs show 

that for a variety of model input parameters (different hydraulic conductivity value, different 

recharge) groundwater travel times from the OB/OD area to discharge points along the coast vary 

from 45 to more than 100 years.  This does not include the time that would be required for 

potential contaminants to travel through the thick unsaturated zone from the OB/OD area to 

groundwater at depths of as much as 400 feet. 

Additional model runs, as shown in Appendix H-2 (Figures 8 and 9), show a simulated 

RDX plume from the OB/OD area.  The simulation indicates that under worst case assumptions 

RDX dissolved in groundwater might reach the shoreline after roughly 50 years of travel.  The 
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graphics also show that should this case occur, well installed within the valley would detect RDX 

before it would discharge off-site.  Given such long travel times, and the potential for any 

potential contaminants to degrade over time, as well as the lack of RDX in monitoring wells, it is 

extremely unlikely that potential contaminants are reaching potential off-site receptors.   
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Figure 3.8A  Surface Water Modeling Simulated Versus Actual Hydrographs (February 14, 2003) 

Koiahi Gulch Stream Simulated Versus Actual Streamflow
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Makua Stream Model Simulated Versus Actual Streamflow
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Figure 3.8A  Surface Water Modeling Simulated Versus Actual Hydrographs (February 14, 2003) (Concluded) 
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Figure 3.8B  Surface Water Modeling Simulated Versus Actual Hydrographs (January 23, 2004) 

Koiahi Gulch Stream January 2004
 Model Simulated Versus Actual Streamflow
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Figure 3.8B  Surface Water Modeling Simulated Versus Actual Hydrographs (January 23, 2004) 

Makua Stream January 2004 Model Simulated Versus Actual Streamflow
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Figure 3.8C  Surface Water Modeling Simulated Versus Actual Hydrographs (February 27, 2004) 

Koiahi Gulch Stream February 2004
 Model Simulated Versus Actual Streamflow
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Figure 3.8C  Surface Water Modeling Simulated Versus Actual Hydrographs (February 27, 2004) 

Makua Stream February, 2004
 Model Simulated Versus Actual Streamflow
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Figure 3.9A  Surface Water Modeling Simulated Versus Actual Hydrographs (February 14, 2003) 

Punapohaku Stream Model Simulated Versus Measured Streamflow
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Figure 3.9A  Surface Water Modeling Simulated Versus Actual Hydrographs (February 14, 2003) (Concluded) 

Measured Versus Simulated TSS from Streamflow

0

0.01

0.02

0.03

0.04

0.05

0.06

0.07

0.08

0.09

0 200 400 600 800 1000 1200 1400 1600

Time (Min from 21:30 2/13/03)

m
3/

se
c 

So
lid

s

Measured TSS
Simulated



 186

Figure 3.9B  Surface Water Modeling Simulated Versus Actual Hydrographs (January 23, 2004) 

Punapohaku Stream January 2004
 Model Simulated Versus Measured Streamflow
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Figure 3.9B  Surface Water Modeling Simulated Versus Actual Hydrographs (January 23, 2004) 

Measured Versus Simulated TSS from January 2004 Streamflow
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Figure 3.9C  Surface Water Modeling Simulated Versus Actual Hydrographs (February 27, 2004) 
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Measured Versus Simulated TSS from February 2004 Streamflow
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Figure 3.10  Model Simulated Flow and TSS for 24-Hour Storm 100-Year 

Makua Stream Simulated 100 yr 24 Hour Storm
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Figure 3.10  Model Simulated Flow and TSS for 24-hour 100-Year Storm (Concluded) 

Simulated 24 Hour 100 Year Storm Suspended Sediment
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Figure 3.11  Flooded Areas from 100-Year, 24-Hour Storm 
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3.10 Data Validation and Verification 

 A complete review of the laboratory analytical data was performed as reported in the data 

validation summary in Appendix J.  This review of the laboratory data was specified in Section 7 

of the Quality Assurance Project Plan (QAPP) sections of the Sampling and Analysis Plan 

(ERDC, 2002).   

 The data validation report includes a review of data precision, accuracy, 

representativeness, comparability, and completeness.   Precision is a measure of the agreement or 

reproducibility of analytical results under a given set of conditions.  The precision requirements, 

including laboratory blanks and field duplicate results, indicate that the level of field and 

analytical precision described in the QAPP (Appendix J) was met by the analytical data described 

in this report.  Accuracy is a measure of agreement of an experimental evaluation and the true 

value of the parameter being measured.  The analytical accuracy of this data set indicates overall 

compliance with the requirements of the QAPP.  Representativeness is a qualitative parameter 

that expresses the degree to which the sample data are characteristic of a population.  A review of 

the data generally suggests that the overall representativeness of the data complies with the QAPP 

(Appendix J).  Comparability is a qualitative expression of the confidence with which one data set 

may be compared to another.  The analytical laboratory data meet the requirements for 

comparability as specified in the QAPP (Appendix J).  Completeness is defined as the percentage 

of acceptable sample results compared to the total number of sample results.  The completeness 

of this data set was 97.7%, which was greater than the 90% specified in the QAPP. 

 Therefore, the analytical data can be used for evaluations of the distribution of 

compounds in the soil, surface water, and groundwater throughout the Makua Valley.




